
Rodzaj Suma Spadek

studz. terenu dna PVC315 PVC250 PVC200 długości odcinka HDPE450 ilość HDPE400 ilość HDPE315 ilość 457.0x8 ilość 406.4x8 ilość 323.9x8 ilość

[mnpm] [mnpm] [mppt] [mb] [mb] [mb] [mb] [%] [mb] [szt.] [mb] [szt.] [mb] [szt.] [mb] [szt.] [mb] [szt.] [mb] [szt.] [szt.]
PG 1 POMPOWNIA 303.75 302.35 1.40 0.0 0 0.00 SN8
A 1 PE 600 303.80 302.40 1.40 6.3 6.3 0.79 SN8
A 2 PE 600 303.85 302.45 1.40 4.6 10.9 1.09 SN8 t 1
A 3 PE 600 304.25 302.85 1.40 13.3 24.2 3.01 SN8
A 4 PE 600 305.45 304.03 1.42 51.2 75.4 2.31 SN8
A 5 PE 600 306.60 304.17 2.43 27.1 102.5 0.50 SN8
A 6 BET. 1000 307.48 305.72 1.76 13.9 116.4 11.15 SN12 t, dr.asf. 8.5 1 1
A 7 BET. 1000 308.89 307.19 1.70 46.8 163.2 3.14 SN12 g 4.5 1
A 8 BET. 1000 310.35 308.65 1.70 39.6 202.8 3.69 SN12
A 9 PE 600 311.10 309.70 1.40 15.3 218.1 6.86 SN8 w, g32 4.5 1
A 10 PE 600 312.55 310.66 1.89 38.6 256.7 2.48 SN8
A 11 BET. 1000 312.42 310.72 1.70 12.3 269.0 0.50 SN8 g32, w 4.5 1
A 12 BET. 1000 314.40 312.65 1.75 52.6 321.6 3.67 SN12

PG 1 POMPOWNIA 303.75 300.10 3.65 0.0 0.0 0.00 SN8
A 1 1 PE 600 303.92 300.12 3.80 3.0 3.0 0.50 SN8
A 1 2 PE 600 302.81 300.19 2.62 15.6 18.6 0.50 SN8 dr.asf. 14.8 1
A 1 3 PE 600 302.52 300.23 2.29 6.2 24.8 0.50 SN8
A 1 4 PE 600 301.88 300.46 1.42 46.3 71.1 0.50 SN8 w
A 1 5 PE 600 301.87 300.47 1.40 2.6 73.7 0.50 SN8
A 1 6 PE 600 302.45 301.05 1.40 25.5 99.2 2.27 SN8
A 1 7 PE 600 304.15 302.75 1.40 32.4 131.6 5.25 SN8

B 1 . 329.10 327.50 1.60 0.0 0.0 0.00 SN12
B 2 BET. 1000 329.95 328.35 1.60 16.7 16.7 5.09 SN12 t 1
B 3 BET. 1000 334.30 332.70 1.60 46.5 63.2 9.35 SN12
B 4 BET. 1000 336.08 334.48 1.60 15.5 78.7 11.48 SN12
B 5 BET. 1000 337.75 336.15 1.60 14.2 92.9 11.76 SN12
B 6 BET. 1000 342.67 341.07 1.60 29.8 122.7 16.51 SN12
B 7 BET. 1000 345.45 343.85 1.60 44.6 167.3 6.23 SN12
B 8 BET. 1000 347.88 346.28 1.60 24.8 192.1 9.80 SN12
B 9 PE 600 348.97 347.57 1.40 7.4 199.5 17.43 SN8 w
B 10 PE 600 350.66 349.26 1.40 17.7 217.2 9.55 SN8 w
B 11 PE 600 351.48 350.08 1.40 26.0 243.2 3.15 SN8
B 12 PE 600 353.80 352.40 1.40 53.8 297.0 4.31 SN8 w32, g 4.5 1
B 13 PE 600 355.99 354.59 1.40 29.5 326.5 7.42 SN8
B 14 PE 600 358.17 356.77 1.40 28.4 354.9 7.68 SN8
B 15 PE 600 362.02 360.62 1.40 50.9 405.8 7.56 SN8

B 2 . 329.95 328.55 1.40 0.0 0.0 0.00 SN8
B 2 1 PE 600 334.37 332.97 1.40 41.4 41.4 10.68 SN8

B 8 . 347.88 346.48 1.40 0.0 0.0 0.00 SN12
B 8 1 BET. 1000 348.05 346.65 1.40 20.1 20.1 0.85 SN12

C 1 . 325.20 323.39 1.81 0.0 0.0 0.00 SN12
C 1' BET. 1000 325.22 323.46 1.76 5.2 5.2 1.35 SN12 dr.asf. 4.2 1
C 2 BET. 1000 327.10 325.40 1.70 67.6 72.8 2.87 SN12 t 1
C 3 BET. 1000 327.48 325.78 1.70 10.1 82.9 3.76 SN12
C 4 BET. 1000 327.98 326.28 1.70 13.8 96.7 3.62 SN12
C 5 BET. 1000 328.23 326.53 1.70 12.2 108.9 2.05 SN12
C 6 PE 600 328.41 326.71 1.70 10.7 119.6 1.68 SN12
C 7 PE 600 328.42 327.02 1.40 10.3 129.9 3.01 SN8 t, w 1
C 8 PE 600 328.78 327.38 1.40 22.9 152.8 1.57 SN8 g 4.5 1
C 9 PE 600 330.10 328.70 1.40 36.5 189.3 3.62 SN8
C 10 PE 600 331.66 330.26 1.40 19.4 208.7 8.04 SN8
C 11 PE 600 332.65 331.04 1.61 9.6 218.3 8.12 SN8
C 12 PE 600 334.52 333.12 1.40 21.6 239.9 9.63 SN8 w, g 4.5 1
C 13 PE 600 336.00 334.60 1.40 17.1 257.0 8.65 SN8
C 14 PE 600 337.82 336.42 1.40 31.1 288.1 5.85 SN8
C 15 PE 600 338.89 337.49 1.40 23.7 311.8 4.51 SN8
C 16 PE 600 340.39 338.99 1.40 21.2 333.0 7.08 SN8
C 17 PE 600 341.90 340.50 1.40 22.7 355.7 6.65 SN8
C 18 PE 600 343.37 341.97 1.40 37.3 393.0 3.94 SN8
C 19 PE 600 343.90 342.50 1.40 13.5 406.5 3.93 SN8
C 20 PE 600 346.21 344.81 1.40 36.6 443.1 6.31 SN8
C 21 PE 600 347.96 346.56 1.40 23.0 466.1 7.61 SN8 w80
C 22 PE 600 349.92 348.39 1.53 23.1 489.2 7.93 SN8
C 23 PE 600 352.35 350.95 1.40 28.5 517.7 8.98 SN8 w, g20 4.5 1
C 24 PE 600 352.76 351.36 1.40 14.3 532.0 2.87 SN8
C 25 PE 600 353.50 352.10 1.40 11.0 543.0 6.73 SN8 w
C 26 PE 600 358.60 357.20 1.40 37.9 580.9 13.46 SN8 g32 4.5 1
C 27 PE 600 359.65 358.25 1.40 26.7 607.6 3.93 SN8
C 28 PE 600 363.60 362.20 1.40 39.8 647.4 9.92 SN8 g, w63, eN 4.5 1 1
C 29 PE 600 366.48 365.08 1.40 48.3 695.7 5.96 SN8
C 30 PE 600 371.33 369.93 1.40 50.0 745.7 9.70 SN8
C 31 PE 600 373.40 372.00 1.40 30.1 775.8 6.88 SN8
C 32 PE 600 375.75 374.35 1.40 37.8 813.6 6.22 SN8
C 33 PE 600 378.16 376.76 1.40 41.5 855.1 5.81 SN8
C 34 PE 600 378.34 376.86 1.48 10.3 865.4 0.99 SN8
C 35 PE 600 380.10 377.17 2.93 61.4 926.8 0.50 SN8
C 36 BET. 1000 380.10 377.18 2.92 2.2 929.0 0.50 SN12
C 37 BET. 1000 380.30 377.24 3.06 11.6 940.6 0.50 SN12
C 38 BET. 1000 380.50 377.30 3.20 12.4 953.0 0.50 SN12
C 38 . 380.50 378.87 1.63 0.0 953.0 0.00 SN12
C 39 BET. 1000 380.55 378.89 1.66 4.9 957.9 0.50 SN8 g 4.5 1
C 40 PE 600 380.65 378.92 1.73 5.4 963.3 0.50 SN8 w
C 41 PE 600 381.27 379.66 1.61 39.4 1002.7 1.88 SN8 g25 4.5 1
C 42 PE 600 382.20 380.64 1.56 24.3 1027.0 4.02 SN8
C 43 PE 600 383.30 380.77 2.53 26.8 1053.8 0.50 SN8 g 4.5 1
C 44 PE 600 385.55 381.00 4.55 46.5 1100.3 0.50 SN8
C 45 PE 600 385.60 381.24 4.36 46.7 1147.0 0.50 SN8 w
C 46 PE 600 385.60 381.26 4.34 4.1 1151.1 0.50 SN8
C 47 PE 600 385.37 381.39 3.98 27.1 1178.2 0.50 SN8
C 48 PE 600 385.45 381.41 4.05 2.5 1180.7 0.50 SN8
C 49 PE 600 385.29 381.64 3.65 47.4 1228.1 0.50 SN8 w, g, eN, w 4.5 1 1
C 50 BET. 1000 385.70 381.78 3.92 28.5 1256.6 0.50 SN8
C 51 . 385.70 383.75 1.95 0.0 1256.6 0.00 SN8
C 51 PE 600 386.00 383.84 2.16 17.7 1274.3 0.50 SN8
C 52 PE 600 386.70 383.95 2.75 21.6 1295.9 0.50 SN8

C 38 . 380.50 377.30 3.20 0.0 0.0 0.00 SN8
C 38 1 PE 600 380.57 377.99 2.58 32.7 32.7 2.12 SN8 w, g 4.5 1
C 38 2 PE 600 380.36 378.15 2.21 31.2 63.9 0.50 SN8
C 38 3 PE 600 379.80 378.40 1.40 50.0 113.9 0.50 SN8

PG 2 POMPOWNIA 374.25 372.22 2.03 0.0 0.0 0.00 SN8
C 38 4 PE 600 373.65 372.25 1.40 6.8 6.8 0.50 SN8
C 38 5 PE 600 376.52 375.12 1.40 46.5 53.3 6.17 SN8

PG 2 POMPOWNIA 374.25 372.64 1.61 0.0 0.0 0.00 SN8
C 38 6 PE 600 374.06 372.66 1.40 4.2 4.2 0.50 SN8

C 50 . 385.70 381.78 3.92 0.0 0.0 0.00 SN8
C 50 1 PE 600 385.20 382.04 3.16 50.8 50.8 0.50 SN8
C 50 2 PE 600 383.95 382.26 1.69 44.3 95.1 0.50 SN8

C 1' . 325.22 323.46 1.76 0.0 0.0 0.00 SN12
D 1 PE 600 325.44 324.04 1.40 9.6 9.6 6.04 SN12 w 9.7 1
D 2 PE 600 325.74 324.34 1.40 17.1 26.7 1.75 SN8 g63, eN 4.5 1 1
D 3 PE 600 327.00 325.60 1.40 12.2 38.9 10.33 SN8
D 4 PE 600 332.06 330.66 1.40 57.6 96.5 8.78 SN8
D 5 PE 600 332.33 330.93 1.40 2.0 98.5 13.50 SN8
D 6 PE 600 333.47 332.07 1.40 8.5 107.0 13.41 SN8
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D 7 PE 600 335.08 333.68 1.40 15.9 122.9 10.13 SN8 g25 4.5 1
D 8 PE 600 337.75 336.35 1.40 30.2 153.1 8.84 SN8 w
D 9 PE 600 338.98 337.58 1.40 15.1 168.2 8.15 SN8
D 10 PE 600 340.20 338.53 1.67 15.6 183.8 6.09 SN8
D 11 PE 600 341.50 339.89 1.61 15.0 198.8 9.07 SN8

C 5 . 328.23 326.53 1.70 0.0 0.0 0.00 SN12
E 1 BET. 1000 329.60 327.90 1.70 16.5 16.5 8.30 SN12
E 2 BET. 1000 332.40 330.70 1.70 36.1 52.6 7.76 SN12
E 3 BET. 1000 333.40 331.64 1.76 17.4 70.0 5.40 SN12 g40 4.5 1
E 4 BET. 1000 333.76 332.04 1.72 9.1 79.1 4.40 SN12
E 5 BET. 1000 335.47 333.77 1.70 49.5 128.6 3.49 SN12
E 6 BET. 1000 337.46 335.76 1.70 48.6 177.2 4.09 SN12
E 7 BET. 1000 338.17 336.47 1.70 14.1 191.3 5.04 SN12
E 8 BET. 1000 339.26 337.56 1.70 18.3 209.6 5.96 SN12 eN, w 1
E 9 BET. 1000 341.20 339.50 1.70 33.0 242.6 5.88 SN12
E 10 BET. 1000 341.57 339.85 1.72 6.3 248.9 5.56 SN12
E 11 BET. 1000 341.80 340.08 1.72 5.6 254.5 4.11 SN12
E 12 BET. 1000 342.50 340.80 1.70 8.8 263.3 8.18 SN12
E 13 BET. 1000 344.10 342.38 1.72 21.3 284.6 7.42 SN12
E 14 BET. 1000 345.80 344.10 1.70 23.7 308.3 7.26 SN12
E 15 BET. 1000 346.35 344.65 1.70 5.3 313.6 10.38 SN12
E 16 PE 600 348.66 347.26 1.40 22.9 336.5 11.40 SN12 t 1
E 17 PE 600 350.36 348.96 1.40 61.3 397.8 2.77 SN8 eN, g, w 4.5 1 1
E 18 PE 600 350.94 349.54 1.40 15.3 413.1 3.79 SN8
E 19 PE 600 352.23 350.83 1.40 51.2 464.3 2.52 SN8
E 20 PE 600 352.79 351.39 1.40 31.9 496.2 1.76 SN8 w, eN 1
E 21 PE 600 353.90 351.80 2.10 44.3 540.5 0.93 SN8 g 4.5 1
E 22 PE 600 354.70 353.30 1.40 15.9 556.4 9.43 SN8
E 23 PE 600 355.80 353.71 2.09 32.2 588.6 1.28 SN8
E 24 PE 600 356.50 353.85 2.65 27.7 616.3 0.50 SN8
E 25 PE 600 356.55 354.03 2.52 36.4 652.7 0.50 SN8 w
E 26 PE 600 356.39 354.15 2.24 23.7 676.4 0.50 SN8
E 27 PE 600 357.18 355.61 1.57 30.4 706.8 4.80 SN8 eN, g 4.5 1 1

E 6 . 337.46 335.76 1.70 0.0 0.0 0.00 SN8
E 6 1 PE 600 337.89 336.49 1.40 11.8 11.8 6.19 SN8 t 1
E 6 2 PE 600 339.13 337.73 1.40 20.2 32.0 6.14 SN8 w
E 6 3 PE 600 339.17 337.77 1.40 4.5 36.5 0.89 SN8
E 6 4 PE 600 339.25 337.85 1.40 7.1 43.6 1.13 SN8 g63 4.5 1
E 6 5 PE 600 339.52 338.12 1.40 17.7 61.3 1.53 SN8 w, w

E 8 . 339.26 337.56 1.70 0.0 0.0 0.00 SN12
E 8 1 PE 600 340.45 339.05 1.40 12.6 12.6 11.83 SN12 t 1
E 8 2 PE 600 343.65 342.25 1.40 33.4 46.0 9.58 SN8 g63 4.5 1
E 8 3 BET. 1000 346.11 343.49 2.62 33.1 79.1 3.74 SN8 w
E 8 3 . 346.11 344.71 1.40 0.0 79.1 0.00 SN8
E 8 4 PE 600 348.16 345.19 2.97 32.6 111.7 1.47 SN8 w, g25 4.5 1

E 9 . 341.20 339.50 1.70 0.0 0.0 0.00 SN12
E 9 1 PE 600 342.46 341.06 1.40 9.1 9.1 17.14 SN12 t 1

E 14 . 345.80 344.10 1.70 0.0 0.0 0.00 SN12
E 14 1 BET. 1000 345.80 344.40 1.40 16.9 16.9 1.78 SN12 w
E 14 2 PE 600 346.82 344.53 2.29 19.8 36.7 0.66 SN12 w
E 14 3 PE 600 347.85 346.45 1.40 7.8 44.5 24.62 SN12
E 14 4 PE 600 349.43 348.03 1.40 22.3 66.8 7.09 SN8 g 4.5 1
E 14 5 PE 600 350.55 349.15 1.40 11.9 78.7 9.41 SN8
E 14 6 PE 600 351.74 350.34 1.40 16.4 95.1 7.26 SN8 g 4.5 1

E 14 2 . 346.82 344.53 2.29 0.0 0.0 0.00 SN12
E 14 2' BET. 1000 347.06 344.56 2.50 5.7 5.7 0.50 SN12
E 14 2' . 347.06 345.66 1.40 0.0 5.7 0.00 SN12
E 14 2" BET. 1000 347.55 346.15 1.40 12.0 17.7 4.08 SN12
E 14 2"' BET. 1000 348.19 346.79 1.40 17.0 34.7 3.76 SN12 g 4.5 1

E 15 . 346.35 344.65 1.70 0.0 0.0 0.00 SN12
E 15 1 BET. 1000 347.96 345.95 2.01 7.6 7.6 17.05 SN12
E 15 2 BET. 1000 348.35 346.65 1.70 16.5 24.1 4.27 SN12
E 15 3 BET. 1000 349.60 347.90 1.70 18.1 42.2 6.91 SN12 w
E 15 4 PE 600 350.80 349.40 1.40 14.2 56.4 10.56 SN8 t, w 1

E 3 . 333.40 331.64 1.76 0.0 0.0 0.00 SN12
F 1 PE 600 336.56 333.82 2.74 42.0 42.0 5.20 SN12 dr.asf., g32 4.5 1 6.6 1
F 2 PE 600 337.35 333.91 3.44 17.3 59.3 0.50 SN8 w80
F 3 PE 600 335.40 334.00 1.40 18.2 77.5 0.50 SN8
F 4 PE 600 338.33 336.93 1.40 54.6 132.1 5.37 SN8
F 5 PE 600 341.50 340.10 1.40 55.3 187.4 5.73 SN8
F 6 BET. 1000 344.50 341.37 3.13 44.7 232.1 2.85 SN8
F 6 . 344.50 343.10 1.40 0.0 232.1 0.00 SN8
F 7 BET. 1000 344.74 343.34 1.40 10.3 242.4 2.33 SN8
F 8 BET. 1000 347.65 346.25 1.40 49.8 292.2 5.84 SN12
F 9 BET. 1000 347.74 346.34 1.40 4.9 297.1 1.84 SN12
F 10 BET. 1000 347.82 346.42 1.40 7.0 304.1 1.14 SN12
F 11 BET. 1000 348.19 346.79 1.40 13.1 317.2 2.82 SN12
F 12 BET. 1000 348.50 347.10 1.40 30.7 347.9 1.01 SN12
F 13 PE 600 351.71 349.78 1.93 24.4 372.3 10.98 SN8 dr.asf., w 5.9 1

F 6 . 344.50 341.37 3.13 0.0 0.0 0.00 SN8
F 6 1 PE 600 343.45 341.47 1.98 19.8 19.8 0.50 SN8
F 6 2 PE 600 343.60 342.20 1.40 23.7 43.5 3.07 SN8 w
F 6 3 PE 600 344.76 342.84 1.92 23.2 66.7 2.77 SN8 g40 4.5 1
F 6 4 PE 600 345.50 344.10 1.40 11.9 78.6 10.58 SN8

F 7 . 344.74 343.34 1.40 0.0 0.0 0.00 SN8
F 7 1 PE 600 345.27 343.87 1.40 7.7 7.7 6.88 SN8 w
F 7 2 PE 600 346.25 344.85 1.40 9.8 17.5 10.00 SN8
F 7 3 PE 600 347.13 345.71 1.42 14.3 31.8 6.05 SN8
F 7 4 PE 600 347.13 345.73 1.40 3.1 34.9 0.50 SN8 w
F 7 5 PE 600 347.30 345.83 1.47 5.9 40.8 1.72 SN8 g25 4.5 1
F 7 6 PE 600 349.01 347.61 1.40 20.5 61.3 8.70 SN8
F 7 7 PE 600 349.85 348.45 1.40 16.7 78.0 5.03 SN8 dr.asf., w 11.0 1
F 7 8 PE 600 352.43 351.03 1.40 30.0 108.0 8.60 SN8
F 7 9 PE 600 353.00 351.60 1.40 12.9 120.9 4.42 SN8 g40, eN 4.5 1 1
F 7 10 PE 600 354.95 353.32 1.63 22.9 143.8 7.53 SN8
F 7 11 PE 600 357.47 356.07 1.40 18.9 162.7 14.53 SN8
F 7 12 PE 600 359.25 357.85 1.40 21.5 184.2 8.28 SN8

F 7 7 . 349.85 348.45 1.40 0.0 0.0 0.00 SN8
F 7 7' PE 600 350.70 349.19 1.51 31.4 31.4 2.37 SN8 g, w 4.5 1
F 7 7" PE 600 350.71 349.24 1.47 9.3 40.7 0.50 SN8

F 8 . 347.65 346.25 1.40 0.0 0.0 0.00 SN12
F 8 1 BET. 1000 348.66 347.26 1.40 25.6 25.6 3.95 SN12

C 38 . 380.50 377.30 3.20 0.0 0.0 0.00 SN8
G 1 PE 600 378.90 377.50 1.40 40.0 40.0 0.50 SN8
G 2 PE 600 378.95 377.55 1.40 7.5 47.5 0.67 SN8
G 3 PE 600 379.25 377.85 1.40 25.7 73.2 1.17 SN8
G 4 PE 600 379.70 378.30 1.40 17.2 90.4 2.62 SN8
G 5 PE 600 380.60 379.20 1.40 31.9 122.3 2.82 SN8
G 6 PE 600 383.65 381.89 1.76 47.6 169.9 5.66 SN8 g, w 4.5 1
G 7 PE 600 384.82 382.11 2.71 43.6 213.5 0.50 SN8
G 8 PE 600 385.02 382.39 2.63 55.3 268.8 0.50 SN8
G 9 PE 600 385.00 382.82 2.18 22.9 291.7 1.89 SN8
G 10 BET. 1000 385.00 382.84 2.16 3.7 295.4 0.50 SN8 w50
G 11 BET. 1000 385.20 382.87 2.33 5.6 301.0 0.50 SN12 w
G 12 BET. 1000 385.10 383.00 2.10 25.9 326.9 0.50 SN12 g 4.5 1
G 13 PE 600 385.14 383.02 2.12 4.0 330.9 0.50 SN8 w
G 14 PE 600 385.30 383.10 2.20 17.4 348.3 0.50 SN8
G 15 PE 600 385.85 384.42 1.43 26.9 375.2 4.89 SN8 w
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G 16 PE 600 385.85 384.45 1.40 6.3 381.5 0.50 SN8 g 4.5 1
G 17 PE 600 386.30 384.56 1.74 20.1 401.6 0.57 SN8
G 18 PE 600 386.31 384.59 1.72 4.7 406.3 0.50 SN8 g 4.5 1
G 19 PE 600 387.02 384.68 2.34 19.1 425.4 0.50 SN8 w
G 20 PE 600 387.10 385.60 1.50 34.5 459.9 2.66 SN8 w25, g, w 4.5 1

G 19 . 387.02 384.68 2.34 0.0 0.0 0.00 SN8
G 19 1 PE 600 386.70 384.78 1.92 19.0 19.0 0.50 SN8 g 4.5 1

PG 3 POMPOWNIA 360.88 359.48 1.40 0.0 0.0 0.00 SN8
H 1 BET. 1000 361.40 360.00 1.40 15.1 15.1 3.44 SN8
H 2 PE 600 362.20 360.80 1.40 41.3 56.4 1.94 SN8
H 3 PE 600 367.21 365.81 1.40 43.3 99.7 11.57 SN8
H 4 PE 600 374.21 371.59 2.63 60.1 159.8 9.61 SN8
H 5 PE 600 375.76 371.81 3.95 44.7 204.5 0.50 SN8
H 6 PE 600 376.16 371.90 4.26 17.6 222.1 0.50 SN8
H 7 PE 600 377.22 372.08 5.14 37.2 259.3 0.50 SN8
H 8 PE 600 378.20 372.23 5.97 28.7 288.0 0.50 SN8
H 9 PE 600 373.90 372.50 1.40 54.8 342.8 0.50 SN8
H 10 PE 600 374.55 373.15 1.40 22.9 365.7 2.84 SN8
H 11 PE 600 375.80 374.40 1.40 26.6 392.3 4.70 SN8
H 12 PE 600 376.74 375.34 1.40 29.8 422.1 3.15 SN8
H 13 PE 600 377.06 375.56 1.50 11.0 433.1 2.03 SN8
H 14 PE 600 377.55 375.63 1.92 12.7 445.8 0.50 SN8 g32 4.5 1
H 15 PE 600 379.76 378.36 1.40 44.3 490.1 6.17 SN8
H 16 PE 600 380.67 379.27 1.40 17.0 507.1 5.35 SN8
H 17 PE 600 383.06 381.66 1.40 41.8 548.9 5.72 SN8
H 18 BET. 1000 384.71 382.23 2.48 41.8 590.7 1.36 SN8 g, w 4.5 1
H 19 . 384.71 383.22 1.49 0.0 590.7 0.00 SN8
H 18' BET. 1000 385.10 383.31 1.79 18.8 609.5 0.50 SN12
H 19 PE 600 385.61 383.74 1.87 22.3 631.8 1.91 SN12 w
H 20 PE 600 386.04 384.24 1.80 22.5 654.3 2.22 SN8
H 21 PE 600 386.10 384.64 1.46 13.0 667.3 3.10 SN8 g 4.5 1

H 13 . 377.06 375.56 1.50 0.0 0.0 0.00 SN8
H 13 1 PE 600 380.10 378.67 1.43 35.3 35.3 8.79 SN8

H 18 . 384.71 382.23 2.48 0.0 0.0 0.00 SN12
H 18 1 PE 600 384.43 382.32 2.11 18.5 18.5 0.50 SN12

H 1 . 361.40 360.00 1.40 0.0 0.0 0.00 SN8
I 1 PE 600 361.60 360.20 1.40 6.3 6.3 3.17 SN8
I 2 PE 600 365.13 363.73 1.40 36.8 43.1 9.59 SN8
I 3 PE 600 366.60 365.20 1.40 19.9 63.0 7.39 SN8
I 4 PE 600 368.65 367.25 1.40 19.7 82.7 10.41 SN8
I 5 PE 600 371.26 369.86 1.40 29.8 112.5 8.76 SN8 g 4.5 1
I 6 BET. 1000 372.90 370.68 2.22 6.9 119.4 11.94 SN8 g 4.5 1
I 6 BET. 1000 372.90 371.48 1.42 0.0 119.4 0.00 SN8
I 7 BET. 1000 372.90 371.50 1.40 3.3 122.7 0.50 SN8
I 8 BET. 1000 374.45 373.05 1.40 57.1 179.8 2.71 SN12 w, w
I 9 BET. 1000 376.82 375.42 1.40 42.9 222.7 5.52 SN12
I 10 BET. 1000 378.45 376.53 1.92 25.4 248.1 4.37 SN12
I 11 BET. 1000 378.46 376.57 1.89 7.9 256.0 0.50 SN12
I 12 PE 600 378.83 377.43 1.40 13.4 269.4 6.42 SN12 w
I 13 PE 600 379.40 378.00 1.40 25.1 294.5 2.27 SN8
I 13' PE 600 379.95 378.55 1.40 29.2 323.7 1.88 SN8 g 4.5 1
I 14 PE 600 380.65 379.25 1.40 31.0 354.7 2.26 SN8 w
I 15 PE 600 381.64 380.24 1.40 21.8 376.5 4.54 SN8
I 16 PE 600 382.66 381.26 1.40 20.3 396.8 5.02 SN8
I 17 PE 600 383.69 382.26 1.43 40.5 437.3 2.48 SN8 g, w 4.5 1
I 18 PE 600 384.08 382.32 1.76 10.2 447.5 0.50 SN8 g 4.5 1
I 19 PE 600 384.05 382.63 1.42 8.4 455.9 3.70 SN8
I 20 PE 600 384.04 382.64 1.40 2.8 458.7 0.50 SN8
I 21 PE 600 385.24 383.84 1.40 47.2 505.9 2.54 SN8 g, w25, g, w 9.0 2
I 22 PE 600 385.83 384.10 1.73 28.3 534.2 0.90 SN8 g25 4.5 1
I 23 PE 600 386.24 384.33 1.91 46.9 581.1 0.50 SN8 w
I 24 PE 600 387.20 384.47 2.73 28.1 609.2 0.50 SN8 g 4.5 1
I 25 PE 600 387.30 384.53 2.77 12.4 621.6 0.50 SN8
I 26 PE 600 386.95 384.63 2.32 19.3 640.9 0.50 SN8 w25

I 1 . 361.60 360.20 1.40 0.0 0.0 0.00 SN8
I 1 1 PE 600 367.15 365.75 1.40 47.3 47.3 11.73 SN8 eN 1
I 1 2 PE 600 367.30 365.90 1.40 16.9 64.2 0.89 SN8
I 1 3 PE 600 368.95 367.55 1.40 28.9 93.1 5.71 SN8
I 1 4 PE 600 373.82 372.41 1.41 38.9 132.0 12.49 SN8
I 1 5 PE 600 373.82 372.42 1.40 2.5 134.5 0.50 SN8
I 1 6 PE 600 375.92 374.52 1.40 36.1 170.6 5.82 SN8
I 1 7 PE 600 376.90 375.50 1.40 26.3 196.9 3.73 SN8

I 6 . 372.90 371.38 1.52 0.0 0.0 0.00 SN12
I 6 1 BET. 1000 372.99 371.43 1.56 10.0 10.0 0.50 SN12 g 4.5 1
I 6 2 BET. 1000 373.30 371.56 1.74 25.4 35.4 0.50 SN12 w
I 6 3 BET. 1000 373.28 371.57 1.71 3.1 38.5 0.50 SN12 w
I 6 4 BET. 1000 373.66 371.70 1.96 25.1 63.6 0.50 SN12
I 6 5 BET. 1000 374.46 372.75 1.71 23.5 87.1 4.48 SN12
I 6 6 BET. 1000 375.95 374.55 1.40 29.2 116.3 6.16 SN12 g 4.5 1
I 6 7 BET. 1000 377.82 376.42 1.40 25.0 141.3 7.48 SN12 w, w

I 6 . 372.90 370.68 2.22 0.0 0.0 0.00 SN8
I 6 1 1 PE 600 373.02 370.73 2.29 8.2 8.2 0.50 SN8 dr.asf., w 7.4 1

I 6 4 . 373.66 371.70 1.96 0.0 0.0 0.00 SN12
I 6 4 1 PE 600 373.25 371.85 1.40 10.1 10.1 1.50 SN12

I 11 . 378.45 376.57 1.88 0.0 0.0 0.00 SN12
I 11 1 BET. 1000 378.46 376.59 1.88 3.0 3.0 0.50 SN12
I 11 2 BET. 1000 379.62 377.09 2.53 35.2 38.2 1.43 SN12 w
I 11 3 BET. 1000 379.87 377.13 2.74 7.9 46.1 0.50 SN12 w
I 11 4 BET. 1000 380.72 377.41 3.31 57.4 103.5 0.50 SN12 g 4.5 1

PG 4 POMPOWNIA 377.00 373.36 3.64 0.0 0.0 0.00 SN12
J 1 BET. 1000 376.85 373.43 3.42 13.8 13.8 0.50 SN12
J 1 . 376.85 375.45 1.40 0.0 13.8 0.00 SN12
J 2 BET. 1000 378.24 376.84 1.40 37.4 51.2 3.72 SN12 g 4.5 1
J 3 BET. 1000 379.30 377.61 1.69 23.6 74.8 3.25 SN12
J 4 BET. 1000 379.67 378.22 1.45 9.3 84.1 6.56 SN12
J 5 BET. 1000 380.70 378.35 2.35 26.1 110.2 0.50 SN12
J 6 BET. 1000 380.75 378.46 2.29 22.6 132.8 0.50 SN12 w, eN 1

PG 4 POMPOWNIA 377.00 375.60 1.40 0.0 0.0 0.00 SN12
J 10 BET. 1000 377.78 376.38 1.40 49.6 49.6 1.57 SN12 w
J 11 BET. 1000 378.44 377.04 1.40 23.9 73.5 2.76 SN12 g 4.5 1
J 12 BET. 1000 380.25 378.13 2.12 47.5 121.0 2.30 SN12 eN 1
J 13 BET. 1000 381.95 380.55 1.40 50.0 171.0 4.84 SN12

K 1 . 308.50 306.70 1.80 0.0 0.0 0.00 SN12
K 2 BET. 1000 310.20 308.40 1.80 50.0 50.0 3.40 SN12 t 1
K 3 BET. 1000 311.54 309.74 1.80 50.0 100.0 2.68 SN12
K 4 BET. 1000 311.99 310.19 1.80 18.4 118.4 2.45 SN12
K 5 BET. 1000 312.85 311.05 1.80 36.2 154.6 2.38 SN12
K 6 BET. 1000 314.12 312.32 1.80 39.3 193.9 3.23 SN12
K 7 BET. 1000 314.70 312.90 1.80 28.6 222.5 2.03 SN12
K 8 BET. 1000 314.93 313.13 1.80 12.7 235.2 1.81 SN12
K 9 BET. 1000 315.34 313.54 1.80 15.6 250.8 2.63 SN12
K 10 BET. 1000 316.30 314.50 1.80 50.0 300.8 1.92 SN12
K 11 BET. 1000 316.86 315.06 1.80 31.6 332.4 1.77 SN12
K 12 BET. 1000 317.86 315.79 2.07 43.1 375.5 1.69 SN12
K 13 BET. 1000 318.20 315.83 2.37 14.2 389.7 0.30 SN12
K 14 BET. 1000 318.99 315.92 3.07 31.0 420.7 0.30 SN12
K 15 PE 600 317.35 315.95 1.40 9.1 429.8 0.30 SN12 t 1
K 16 PE 600 318.65 317.25 1.40 62.7 492.5 2.07 SN8
K 17 PE 600 319.21 317.81 1.40 14.6 507.1 3.84 SN8
K 18 PE 600 320.18 318.78 1.40 45.8 552.9 2.12 SN8
K 19 PE 600 320.94 319.54 1.40 30.3 583.2 2.51 SN8
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K 20 PE 600 321.79 320.39 1.40 27.4 610.6 3.10 SN8
K 21 PE 600 323.00 321.60 1.40 52.2 662.8 2.32 SN8
K 22 PE 600 324.25 322.85 1.40 50.0 712.8 2.50 SN8
K 23 PE 600 324.74 323.34 1.40 50.0 762.8 0.98 SN8
K 24 PE 600 325.72 324.32 1.40 50.4 813.2 1.94 SN8
K 25 PE 600 326.92 325.52 1.40 58.1 871.3 2.07 SN8
K 26 BET. 1000 328.38 325.68 2.70 14.1 885.4 1.13 SN8
K 27 PE 600 328.10 326.70 1.40 58.6 944.0 1.74 SN8 dr. 8.3 1
K 28 BET. 1000 331.69 329.45 2.24 62.1 1006.1 4.43 SN8
K 29 PE 600 331.56 330.16 1.40 48.5 1054.6 1.46 SN8
K 30 BET. 1000 332.94 331.02 1.92 48.8 1103.4 1.76 SN8
K 31 PE 600 332.90 331.12 1.78 32.8 1136.2 0.30 SN8 w80
K 32 BET. 1000 333.04 331.24 1.80 8.1 1144.3 1.48 SN8 t 1
K 33 BET. 1000 333.30 331.30 2.00 18.1 1162.4 0.36 SN12 g110 4.5 1
K 34 BET. 1000 334.25 332.45 1.80 49.9 1212.3 2.30 SN12
K 35 BET. 1000 334.61 332.81 1.80 13.0 1225.3 2.77 SN12
K 36 BET. 1000 335.71 333.91 1.80 51.1 1276.4 2.15 SN12
K 37 BET. 1000 336.57 334.64 1.93 39.6 1316.0 1.83 SN12
K 38 BET. 1000 336.64 334.65 1.99 4.4 1320.4 0.30 SN12
K 39 BET. 1000 337.01 334.73 2.28 27.0 1347.4 0.30 SN12
K 40 BET. 1000 337.22 335.21 2.01 11.6 1359.0 4.14 SN12 w 1
K 41 BET. 1000 337.07 335.27 1.80 19.9 1378.9 0.30 SN12 w
K 42 BET. 1000 337.54 335.74 1.80 3.2 1382.1 14.69 SN12
K 43 BET. 1000 337.80 336.00 1.80 14.4 1396.5 1.81 SN12 t 1
K 44 BET. 1000 337.90 336.08 1.82 12.0 1408.5 0.69 SN12
K 45 BET. 1000 337.90 336.10 1.80 5.9 1414.4 0.30 SN12
K 46 BET. 1000 338.56 336.62 1.94 57.7 1472.1 0.90 SN12
K 47 BET. 1000 339.25 337.45 1.80 29.7 1501.8 2.79 SN12
K 48 BET. 1000 339.55 337.61 1.94 7.4 1509.2 2.16 SN12
K 49 BET. 1000 339.85 338.05 1.80 9.5 1518.7 4.63 SN12
K 50 BET. 1000 341.27 339.47 1.80 64.0 1582.7 2.22 SN12
K 51 PE 600 341.86 340.26 1.60 9.4 1592.1 8.40 SN12
K 52 PE 600 342.84 341.09 1.75 47.1 1639.2 1.76 SN8 dr.asf. 4.9 1
K 53 PE 600 342.73 341.13 1.60 13.4 1652.6 0.30 SN8
K 54 PE 600 343.09 341.34 1.75 19.1 1671.7 1.10 SN8
K 55 BET. 1000 343.21 341.41 1.80 23.6 1695.3 0.30 SN8
K 56 PE 600 343.44 341.64 1.80 6.3 1701.6 3.65 SN8
K 57 PE 600 344.08 342.63 1.45 26.7 1728.3 3.71 SN8 w32
K 58 PE 600 345.06 343.61 1.45 16.6 1744.9 5.90 SN8
K 59 PE 600 346.50 344.70 1.80 21.1 1766.0 5.17 SN8
K 60 PE 600 349.10 346.98 2.12 16.9 1782.9 13.50 SN8
K 61 PE 600 349.03 347.13 1.90 36.4 1819.3 0.40 SN8
K 62 PE 600 348.65 347.20 1.45 18.4 1837.7 0.40 SN8 g, w 4.5 1
K 63 PE 600 348.82 347.37 1.45 6.0 1843.7 2.83 SN8
K 64 PE 600 348.97 347.52 1.45 15.2 1858.9 0.99 SN8
K 65 PE 600 351.99 350.54 1.45 39.1 1898.0 7.72 SN8
K 66 PE 600 354.47 353.02 1.45 23.7 1921.7 10.46 SN8
K 67 PE 600 355.73 353.36 2.37 29.9 1951.6 1.14 SN8
K 68 PE 600 355.35 353.46 1.89 24.1 1975.7 0.40 SN8
K 69 PE 600 355.01 353.56 1.45 26.0 2001.7 0.40 SN8
K 70 PE 600 356.89 355.34 1.55 51.7 2053.4 3.43 SN8
K 71 PE 600 357.71 355.46 2.25 30.6 2084.0 0.40 SN8
K 72 PE 600 359.55 358.13 1.42 35.4 2119.4 7.53 SN8
K 73 BET. 1000 360.91 358.24 2.67 27.6 2147.0 0.40 SN8
K 73 . 360.91 359.51 1.40 0.0 2147.0 0.00 SN8
K 75 PE 600 364.12 362.16 1.96 50.9 2197.9 5.20 SN12 g, w 4.5 1
K 76 BET. 1000 363.95 362.20 1.75 10.8 2208.7 0.40 SN12 g40 4.5 1
K 77 BET. 1000 369.70 367.00 2.70 47.2 2255.9 10.16 SN8 g, t, dr.asf. 4.5 1 12.0 1 1
K 77 . 369.70 367.90 1.80 0.0 2255.9 0.00 SN8
K 78 PE 600 369.85 368.05 1.80 37.4 2293.3 0.40 SN8 w
K 79 PE 600 370.12 368.32 1.80 58.4 2351.7 0.46 SN8 eN, w, g 4.5 1 1
K 80 PE 600 371.58 369.68 1.90 51.0 2402.7 2.67 SN8
K 81 PE 600 371.50 369.70 1.80 4.1 2406.8 0.40 SN8 w
K 82 PE 600 372.08 370.48 1.60 39.4 2446.2 1.98 SN8 eN 1
K 83 PE 600 374.30 372.50 1.80 40.5 2486.7 4.99 SN8
K 84 PE 600 374.80 373.00 1.80 3.7 2490.4 13.51 SN8 w
K 85 PE 600 375.75 374.15 1.60 20.9 2511.3 5.50 SN8
K 86 PE 600 377.07 375.47 1.60 32.9 2544.2 4.01 SN8

K 26 . 328.38 326.98 1.40 0.0 0.0 0.00 SN8
K 26 1 PE 600 328.84 327.44 1.40 38.7 38.7 1.19 SN8
K 26 2 PE 600 332.69 331.06 1.63 24.4 63.1 14.84 SN8

K 28 . 331.69 330.03 1.66 0.0 0.0 0.00 SN8
K 28 1 PE 600 331.86 330.17 1.69 28.7 28.7 0.50 SN8
K 28 2 PE 600 332.66 330.30 2.36 25.8 54.5 0.50 SN8

K 30 . 332.94 331.02 1.92 0.0 0.0 0.00 SN12
L 1 BET. 1000 333.01 331.21 1.80 21.8 21.8 0.87 SN12 t, dr.asf. 17.8 1 1
L 2 BET. 1000 334.05 332.65 1.40 16.7 38.5 8.62 SN12 w80
L 3 BET. 1000 336.08 334.68 1.40 30.0 68.5 6.77 SN12
L 4 BET. 1000 337.01 335.61 1.40 10.6 79.1 8.77 SN12
L 5 BET. 1000 338.28 336.88 1.40 17.8 96.9 7.13 SN12 g110 4.5 1
L 6 BET. 1000 341.09 339.69 1.40 27.2 124.1 10.33 SN12
L 7 BET. 1000 343.16 341.76 1.40 17.2 141.3 12.03 SN12
L 8 BET. 1000 345.07 343.67 1.40 32.9 174.2 5.81 SN12
L 9 BET. 1000 346.15 344.75 1.40 13.5 187.7 8.00 SN12
L 10 BET. 1000 350.33 348.73 1.60 43.6 231.3 9.13 SN12 w, g 4.5 1
L 11 BET. 1000 351.85 350.45 1.40 11.6 242.9 14.83 SN12
L 12 BET. 1000 352.50 351.10 1.40 10.5 253.4 6.19 SN12
L 13 BET. 1000 354.62 353.22 1.40 30.3 283.7 7.00 SN12 w80
L 14 BET. 1000 360.93 359.53 1.40 48.4 332.1 13.04 SN12
L 15 BET. 1000 365.58 364.18 1.40 38.2 370.3 12.17 SN12
L 16 BET. 1000 369.82 368.42 1.40 32.2 402.5 13.17 SN12 w80
L 17 BET. 1000 371.48 370.04 1.44 45.0 447.5 3.60 SN12 w80, w150
L 18 BET. 1000 373.08 371.68 1.40 44.4 491.9 3.69 SN12
L 19 BET. 1000 374.55 373.15 1.40 49.9 541.8 2.95 SN12
L 20 PE 600 375.11 373.71 1.40 11.1 552.9 5.05 SN8 dr.asf. 9.4 1
L 21 PE 600 375.88 373.95 1.93 20.9 573.8 1.12 SN8 dr.asf., eN 12.6 1 1
L 22 PE 600 376.50 374.14 2.36 39.9 613.7 0.50 SN8
L 23 PE 600 377.25 374.37 2.88 44.8 658.5 0.50 SN8
L 24 PE 600 377.71 374.57 3.14 40.0 698.5 0.50 SN8

L 4 . 337.01 335.61 1.40 0.0 0.0 0.00 SN12
L 4 1 PE 600 337.44 336.04 1.40 9.4 9.4 4.57 SN12 g 4.5 1

L 6 . 341.09 339.69 1.40 0.0 0.0 0.00 SN12
L 6 1 PE 600 343.01 341.41 1.60 11.6 11.6 14.83 SN12 w80, g110
L 6 2 PE 600 344.50 343.10 1.40 43.1 54.7 3.92 SN8
L 6 3 PE 600 344.80 343.37 1.43 14.7 69.4 1.84 SN8

L 10 . 350.33 348.73 1.60 0.0 0.0 0.00 SN12
L 10 1 PE 600 354.60 353.20 1.40 34.6 34.6 12.92 SN12 w80, g110 4.5 1

L 17 . 371.48 370.04 1.44 0.0 0.0 0.00 SN12
L 17 1 PE 600 371.48 370.08 1.40 8.0 8.0 0.50 SN12 w50
L 17 2 PE 600 372.14 370.74 1.40 52.7 60.7 1.25 SN8
L 17 3 PE 600 373.20 371.80 1.40 26.5 87.2 4.00 SN8 w32
L 17 4 PE 600 375.61 374.21 1.40 51.6 138.8 4.67 SN8 g25, w 4.5 1
L 17 5 PE 600 375.92 374.52 1.40 8.6 147.4 3.60 SN8 w

K 32 . 333.04 331.24 1.80 0.0 0.0 0.00 SN12
Ł 1 PE 600 333.29 331.89 1.40 19.0 19.0 3.42 SN12 t 1
Ł 2 BET. 1000 333.46 332.03 1.43 16.4 35.4 0.88 SN12 w80
Ł 3 BET. 1000 334.46 332.14 2.32 21.1 56.5 0.50 SN8 g 4.5 1
Ł 3 . 334.46 333.06 1.40 0.0 56.5 0.00 SN8
Ł 4 BET. 1000 335.37 333.97 1.40 10.1 66.6 9.01 SN8
Ł 5 PE 600 338.96 337.56 1.40 30.9 97.5 11.62 SN8
Ł 6 PE 600 339.36 337.74 1.62 5.6 103.1 3.20 SN8 g 4.5 1
Ł 7 PE 600 340.00 337.77 2.23 6.9 110.0 0.50 SN8 w
Ł 7 . 340.00 338.60 1.40 0.0 110.0 0.00 SN8
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Ł 8 PE 600 341.82 340.42 1.40 32.1 142.1 5.67 SN8 w
Ł 9 PE 600 343.63 341.67 1.96 15.8 157.9 7.92 SN8 w

Ł 2 . 333.46 332.03 1.43 0.0 0.0 0.00 SN12
Ł 2 1 PE 600 333.53 332.13 1.40 19.2 19.2 0.50 SN12 w
Ł 2 2 PE 600 333.78 332.38 1.40 10.6 29.8 2.36 SN12
Ł 2 3 PE 600 337.37 335.97 1.40 49.1 78.9 7.31 SN12 g 4.5 1
Ł 2 4 PE 600 338.34 336.94 1.40 14.8 93.7 6.55 SN12
Ł 2 5 PE 600 339.78 338.38 1.40 19.6 113.3 7.35 SN12
Ł 2 6 PE 600 341.04 339.64 1.40 16.8 130.1 7.50 SN12 w80, g 4.5 1
Ł 2 7 PE 600 342.53 341.13 1.40 15.8 145.9 9.43 SN12
Ł 2 8 PE 600 347.22 345.82 1.40 42.7 188.6 10.98 SN12

Ł 3 . 334.46 332.14 2.32 0.0 0.0 0.00 SN12
Ł 3 1 PE 600 334.55 332.16 2.39 3.7 3.7 0.50 SN12
Ł 3 2 PE 600 334.55 332.19 2.37 5.5 9.2 0.50 SN8 w80, g 4.5 1
Ł 3 3 PE 600 333.98 332.28 1.70 18.8 28.0 0.50 SN8
Ł 3 4 PE 600 333.98 332.30 1.68 3.9 31.9 0.50 SN8 g 4.5 1
Ł 3 5 PE 600 333.77 332.37 1.40 14.3 46.2 0.50 SN8 g 4.5 1
Ł 3 6 PE 600 334.79 333.39 1.40 18.3 64.5 5.57 SN8
Ł 3 7 PE 600 335.90 334.50 1.40 50.2 114.7 2.21 SN8 w80

Ł 4 . 335.37 333.97 1.40 0.0 0.0 0.00 SN12
Ł 4 1 PE 600 340.83 339.07 1.76 48.6 48.6 10.50 SN12 w80
Ł 4 2 PE 600 342.99 341.59 1.40 10.2 58.8 24.67 SN12
Ł 4 3 PE 600 345.40 344.00 1.40 34.2 93.0 7.05 SN12 w32

Ł 3 5 . 333.77 332.37 1.40 0.0 0.0 0.00 SN8
Ł 3 5' PE 600 337.10 335.59 1.51 50.2 50.2 6.41 SN8 w80, g 4.5 1

K 33 . 333.30 331.30 2.00 0.0 0.0 0.00 SN8
K 33 1 PE 600 333.65 331.37 2.29 12.1 12.1 0.50 SN8 dr.asf. 8.9 1
K 33 2 PE 600 333.70 331.40 2.30 7.0 19.1 0.50 SN8 g 4.5 1

K 38 . 336.64 334.65 1.99 0.0 0.0 0.00 SN8
K 38 1 PE 600 336.83 335.43 1.40 18.7 18.7 4.18 SN8 w80, t 1
K 38 2 PE 600 337.05 335.65 1.40 10.2 28.9 2.16 SN8
K 38 3 PE 600 338.80 337.40 1.40 23.6 52.5 7.42 SN8 g 4.5 1
K 38 4 PE 600 341.35 339.37 1.98 16.7 69.2 11.79 SN8
K 38 5 PE 600 344.34 342.94 1.40 24.8 94.0 14.40 SN8 w

K 38 4 . 341.35 339.37 1.98 0.0 0.0 0.00 SN8
K 38 4' PE 600 341.00 339.60 1.40 15.4 15.4 1.50 SN8 g 4.5 1
K 38 4" PE 600 342.05 340.25 1.80 6.4 21.8 10.16 SN8 g 4.5 1
K 38 4'" PE 600 343.80 342.20 1.60 9.1 30.9 21.43 SN8 w80

K 41 . 337.07 335.27 1.80 0.0 0.0 0.00 SN8
M 1 PE 600 337.80 335.80 2.00 13.0 13.0 4.08 SN8 dr.asf. 8.7 1
M 2 PE 600 352.50 351.10 1.40 52.6 65.6 29.09 SN8 g 4.5 1
M 3 PE 600 353.15 351.75 1.40 9.1 74.7 7.14 SN8
M 3' PE 600 360.57 359.17 1.40 41.5 116.2 17.88 SN8
M 4 PE 600 364.80 363.38 1.42 31.5 147.7 13.37 SN8
M 5 PE 600 364.80 363.40 1.40 3.9 151.6 0.50 SN8
M 6 BET. 1000 367.50 366.10 1.40 29.5 181.1 9.15 SN8 g25 4.5 1
M 7 PE 600 370.30 368.90 1.40 19.7 200.8 14.21 SN8
M 8 PE 600 370.40 369.00 1.40 8.3 209.1 1.20 SN8 w100, g 4.5 1
M 9 PE 600 372.05 370.65 1.40 38.6 247.7 4.27 SN8
M 10 PE 600 376.09 374.69 1.40 54.6 302.3 7.40 SN8
M 11 PE 600 377.60 375.99 1.61 48.5 350.8 2.69 SN8 w
M 12 PE 600 377.60 376.03 1.57 6.5 357.3 0.50 SN8
M 13 PE 600 377.60 376.05 1.55 5.4 362.7 0.50 SN8
M 14 PE 600 377.60 376.08 1.52 4.6 367.3 0.50 SN8
M 15 PE 600 378.06 376.30 1.76 44.3 411.6 0.50 SN8

M 3 . 353.15 351.75 1.40 0.0 0.0 0.00 SN8
M 3 1 PE 600 354.38 352.98 1.40 12.4 12.4 9.92 SN8
M 3 2 PE 600 357.96 356.56 1.40 50.8 63.2 7.61 SN8
M 3 3 PE 600 365.80 363.79 2.01 56.0 119.2 12.92 SN8

M 6 . 367.50 366.10 1.40 0.0 0.0 0.00 SN8
M 6 1 PE 600 368.33 366.93 1.40 49.1 49.1 1.69 SN8
M 6 2 PE 600 369.62 368.22 1.40 40.8 89.9 3.16 SN8 w
M 6 3 PE 600 370.33 368.93 1.40 56.4 146.3 1.26 SN8
M 6 4 PE 600 371.50 370.10 1.40 56.2 202.5 2.08 SN8 eN 1

K 44 . 337.90 336.08 1.82 0.0 0.0 0.00 SN8
K 44 1 BET. 1000 339.00 337.60 1.40 21.9 21.9 6.93 SN8 w
K 44 2 PE 600 341.30 339.90 1.40 23.9 45.8 9.62 SN8 g 4.5 1
K 44 3 PE 600 342.47 341.07 1.40 22.6 68.4 5.18 SN8
K 44 4 PE 600 343.95 342.55 1.40 24.5 92.9 6.04 SN8
K 44 5 PE 600 345.60 344.20 1.40 13.5 106.4 12.22 SN8
K 44 6 PE 600 349.40 348.00 1.40 54.4 160.8 6.99 SN8
K 44 7 PE 600 352.35 350.95 1.40 29.9 190.7 9.87 SN8
K 44 8 PE 600 355.23 353.83 1.40 52.4 243.1 5.50 SN8 g 4.5 1

K 44 1 . 339.00 337.60 1.40 0.0 0.0 0.00 SN8
K 44 1 1 PE 600 340.08 338.68 1.40 15.8 15.8 6.84 SN8
K 44 1 2 PE 600 342.25 340.85 1.40 14.1 29.9 15.39 SN8 g, w 4.5 1
K 44 1 3 PE 600 343.35 341.95 1.40 9.2 39.1 11.96 SN8
K 44 1 4 PE 600 345.30 343.90 1.40 14.4 53.5 13.54 SN8
K 44 1 5 PE 600 348.61 347.21 1.40 33.2 86.7 9.97 SN8 g, w 4.5 1
K 44 1 6 PE 600 348.82 347.42 1.40 11.9 98.6 1.76 SN8 w
K 44 1 7 PE 600 350.47 349.07 1.40 13.1 111.7 12.60 SN8

K 44 1 1 . 340.08 338.00 2.08 0.0 0.0 0.00 SN8
K 44 2' PE 600 339.60 338.20 1.40 40.3 40.3 0.50 SN8
K 44 2" PE 600 341.60 340.20 1.40 12.3 52.6 16.26 SN8 g, w 4.5 1

K 49 . 339.85 338.05 1.80 0.0 0.0 0.00 SN12
N 1 BET. 1000 340.11 338.71 1.40 8.1 8.1 8.15 SN12
N 2 BET. 1000 341.80 340.40 1.40 25.4 33.5 6.65 SN12
N 3 BET. 1000 344.25 342.85 1.40 22.9 56.4 10.70 SN12
N 4 BET. 1000 348.20 346.80 1.40 41.4 97.8 9.54 SN12 g, w32 4.5 1
N 5 BET. 1000 349.13 347.73 1.40 8.2 106.0 11.34 SN12
N 6 BET. 1000 350.19 348.79 1.40 13.2 119.2 8.03 SN12
N 7 BET. 1000 351.83 350.43 1.40 27.2 146.4 6.03 SN12
N 8 BET. 1000 352.00 350.60 1.40 14.5 160.9 1.17 SN12
N 9 BET. 1000 352.35 350.95 1.40 11.4 172.3 3.07 SN12
N 10 BET. 1000 353.44 352.01 1.43 16.7 189.0 6.36 SN12 g 4.5 1
N 11 BET. 1000 354.28 352.88 1.40 11.6 200.6 7.49 SN12
N 12 BET. 1000 356.31 354.35 1.96 28.7 229.3 5.13 SN12 w
N 13 BET. 1000 356.83 354.39 2.44 8.0 237.3 0.50 SN12
N 14 BET. 1000 357.41 354.45 2.96 11.4 248.7 0.50 SN12
N 15 BET. 1000 357.78 354.50 3.28 10.4 259.1 0.50 SN12
N 15 . 357.78 356.38 1.40 0.0 259.1 0.00 SN12
N 16 BET. 1000 358.57 357.13 1.44 22.6 281.7 3.32 SN12
N 17 BET. 1000 358.54 357.14 1.40 2.1 283.8 0.50 SN12
N 18 BET. 1000 359.04 357.64 1.40 53.7 337.5 0.93 SN12 g 4.5 1
N 19 BET. 1000 359.74 357.90 1.84 30.3 367.8 0.85 SN12 w32, g 4.5 1
N 20 BET. 1000 360.93 359.53 1.40 12.8 380.6 12.74 SN12 g 4.5 1
N 21 BET. 1000 361.15 359.75 1.40 20.8 401.4 1.06 SN12 w80
N 22 BET. 1000 361.25 359.85 1.40 4.7 406.1 2.13 SN12
N 23 BET. 1000 361.87 360.47 1.40 12.3 418.4 5.04 SN12
N 24 BET. 1000 363.35 361.95 1.40 31.6 450.0 4.68 SN12 w, g 4.5 1

N 4 . 348.20 346.80 1.40 0.0 0.0 0.00 SN8
N 4 1 PE 600 354.45 353.05 1.40 47.7 47.7 13.10 SN8 g 4.5 1
N 4 2 PE 600 356.28 354.60 1.68 24.3 72.0 6.38 SN8 w100

N 16 . 358.57 357.13 1.44 0.0 0.0 0.00 SN12
N 16 1 BET. 1000 360.00 357.98 2.02 45.5 45.5 1.86 SN12 g40 4.5 1
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N 16 2 BET. 1000 360.24 358.04 2.21 11.6 57.1 0.50 SN12
N 16 3 BET. 1000 360.23 358.06 2.17 4.1 61.2 0.50 SN12
N 16 4 BET. 1000 360.23 358.08 2.15 4.8 66.0 0.50 SN12
N 16 5 BET. 1000 360.25 358.10 2.15 4.7 70.7 0.50 SN12 g25 4.5 1

N 18 . 359.04 357.64 1.40 0.0 0.0 0.00 SN8
N 18 1 PE 600 361.88 360.48 1.40 38.1 38.1 7.45 SN8 w32, g 4.5 1
N 18 2 PE 600 364.38 362.82 1.56 36.8 74.9 6.35 SN8 g 4.5 1
N 18 3 PE 600 367.15 365.75 1.40 40.1 115.0 7.32 SN8

K 50 . 341.27 339.47 1.80 0.0 0.0 0.00 SN8
K 50 1 PE 600 341.30 339.70 1.60 8.3 8.3 2.77 SN8
K 50 2 PE 600 346.74 342.74 4.00 15.2 23.5 20.00 SN8

K 55 . 343.21 341.41 1.80 0.0 0.0 0.00 SN12
O 1 BET. 1000 343.20 341.45 1.75 9.2 9.2 0.43 SN12 dr.asf. 8.2 1
O 2 BET. 1000 343.93 342.21 1.72 31.5 40.7 2.41 SN12
O 2' BET. 1000 344.03 342.25 1.78 10.3 51.0 0.40 SN12
O 3 BET. 1000 346.18 344.43 1.75 55.6 106.6 3.92 SN12
O 4 BET. 1000 347.62 344.62 3.00 28.7 135.3 0.66 SN12
O 5 BET. 1000 350.10 347.60 2.50 44.0 179.3 6.77 SN12
O 7 BET. 1000 352.53 350.78 1.75 31.8 211.1 10.00 SN12
O 8 BET. 1000 356.45 354.70 1.75 44.7 255.8 8.77 SN12 t 1
O 9 BET. 1000 357.68 355.88 1.80 19.4 275.2 6.08 SN12
O 9' BET. 1000 358.65 356.62 2.03 14.0 289.2 5.30 SN12 w
O 10 BET. 1000 359.25 356.66 2.59 9.9 299.1 0.40 SN12 dr.asf. 9.1 1
O 11 PE 600 360.82 356.97 3.85 61.3 360.4 0.50 SN8 g, g 9.0 2
O 12 PE 600 361.27 357.03 4.24 13.2 373.6 0.50 SN8
O 13 PE 600 361.27 357.07 4.20 6.1 379.7 0.50 SN8
O 13 . 361.27 359.52 1.75 0.0 379.7 0.00 SN8
O 14 PE 600 361.24 359.61 1.63 18.9 398.6 0.50 SN8 eS, g 4.5 1 1
O 15 BET. 1000 361.23 359.83 1.40 16.0 414.6 1.38 SN8

O 2 . 343.93 342.17 1.76 0.0 0.0 0.00 SN12
O 2 1 PE 600 348.55 347.15 1.40 19.7 19.7 25.26 SN12 t 1
O 2 2 PE 600 348.73 347.33 1.40 10.9 30.6 1.65 SN8
O 2 3 PE 600 349.07 347.67 1.40 7.9 38.5 4.30 SN8
O 2 4 PE 600 351.70 350.19 1.51 30.7 69.2 8.20 SN8
O 2 5 PE 600 351.70 350.30 1.40 22.5 91.7 0.50 SN8
O 2 6 PE 600 360.55 359.15 1.40 58.8 150.5 15.05 SN8
O 2 7 PE 600 364.33 361.12 3.21 55.9 206.4 3.52 SN8
O 2 7' PE 600 365.01 361.14 3.87 4.1 210.5 0.50 SN8
O 2 8 PE 600 365.01 361.56 3.45 29.1 239.6 1.44 SN8
O 2 9 PE 600 364.99 361.64 3.35 17.3 256.9 0.50 SN8
O 2 10 PE 600 365.25 361.78 3.47 26.6 283.5 0.50 SN8
O 2 10 PE 600 365.25 363.14 2.11 0.0 283.5 0.00 SN8
O 2 11 PE 600 365.33 363.17 2.16 6.7 290.2 0.50 SN8
O 2 12 PE 600 364.80 363.40 1.40 45.6 335.8 0.50 SN8 eN, g 4.5 1 1
O 2 13 PE 600 365.10 363.70 1.40 14.2 350.0 2.11 SN8 w
O 2 14 PE 600 366.75 365.35 1.40 18.7 368.7 8.82 SN8 g 4.5 1

O 2 10 . 365.25 361.78 3.47 0.0 0.0 0.00 SN8
O 2 10' PE 600 363.30 361.89 1.41 22.8 22.8 0.50 SN8

O 3 . 346.18 344.43 1.75 0.0 0.0 0.00 SN8
O 3' PE 600 346.65 344.85 1.80 10.5 10.5 4.00 SN8 dr.asf. 9.5 1
O 3 1 PE 600 354.00 352.60 1.40 37.6 48.1 20.61 SN8
O 3 2 PE 600 355.70 354.30 1.40 26.1 74.2 6.51 SN8
O 3 3 PE 600 356.00 354.60 1.40 15.3 89.5 1.96 SN8
O 3 4 PE 600 356.65 355.04 1.61 11.4 100.9 3.86 SN8 w80
O 3 5 PE 600 356.65 355.25 1.40 3.0 103.9 7.00 SN8
O 3 6 BET. 1000 358.77 356.96 1.81 12.7 116.6 13.50 SN8
O 3 7 BET. 1000 358.44 357.04 1.40 15.2 131.8 0.50 SN12
O 3 8 BET. 1000 358.95 357.55 1.40 14.8 146.6 3.45 SN12
O 3 9 PE 600 361.52 359.06 2.46 34.3 180.9 4.40 SN12 w80, dr.asf., t 17.8 1 1
O 3 10 PE 600 360.55 359.15 1.40 17.9 198.8 0.50 SN8
O 3 11 PE 600 361.95 360.55 1.40 32.7 231.5 4.28 SN8 g20 4.5 1
O 3 12 PE 600 364.90 361.63 3.27 30.8 262.3 3.51 SN8
O 3 13 PE 600 363.16 361.76 1.40 25.5 287.8 0.50 SN8

O 3 8 . 358.95 357.55 1.40 0.0 0.0 0.00 SN8
O 3 8 1 PE 600 360.35 358.95 1.40 28.0 28.0 5.00 SN8 w
O 3 8 2 PE 600 360.75 359.35 1.40 11.2 39.2 3.57 SN8 t 1
O 3 8 3 PE 600 361.83 360.41 1.42 23.9 63.1 4.44 SN8
O 3 8 4 PE 600 361.83 360.43 1.40 3.9 67.0 0.50 SN8
O 3 8 5 PE 600 361.89 360.49 1.40 8.1 75.1 0.74 SN8
O 3 8 6 PE 600 363.81 362.41 1.40 28.9 104.0 6.64 SN8

O 10 . 359.25 357.85 1.40 0.0 0.0 0.00 SN12
P 1 BET. 1000 359.52 358.12 1.40 6.9 6.9 3.91 SN12
P 2 BET. 1000 360.38 358.98 1.40 24.1 31.0 3.57 SN12
P 3 PE 600 360.63 359.23 1.40 7.1 38.1 3.52 SN8 w, g 4.5 1
P 4 PE 600 360.70 359.30 1.40 12.1 50.2 0.58 SN8
P 5 PE 600 361.01 359.61 1.40 26.1 76.3 1.19 SN8 g, w32 4.5 1
P 6 PE 600 361.50 360.10 1.40 26.0 102.3 1.88 SN8 w, g 4.5 1
P 7 PE 600 362.07 360.67 1.40 28.2 130.5 2.02 SN8 g, w 4.5 1
P 8 PE 600 363.80 362.40 1.40 34.6 165.1 5.00 SN8 g, w32 4.5 1
P 9 PE 600 364.60 363.20 1.40 25.4 190.5 3.15 SN8 w, g 4.5 1
P 10 PE 600 366.35 364.95 1.40 30.1 220.6 5.81 SN8 w32, g, g 9.0 2
P 11 PE 600 368.22 366.82 1.40 33.7 254.3 5.55 SN8 w
P 12 PE 600 369.10 367.70 1.40 13.7 268.0 6.42 SN8 w, g 4.5 1
P 13 PE 600 371.25 369.77 1.48 49.1 317.1 4.21 SN8 g, w, g, w 9.0 2
P 14 PE 600 371.20 369.80 1.40 6.2 323.3 0.50 SN8 g, w 4.5 1
P 15 PE 600 371.80 370.40 1.40 20.6 343.9 2.91 SN8 w32
P 16 PE 600 372.87 371.45 1.42 51.1 395.0 2.06 SN8 w, 2xeN 2

P 7 . 362.07 360.67 1.40 0.0 0.0 0.00 SN8
P 7 1 PE 600 362.93 361.53 1.40 15.5 15.5 5.55 SN8

K 72 . 359.55 358.13 1.42 0.0 0.0 0.00 SN8
K 72 1 PE 600 365.03 362.54 2.49 48.5 48.5 9.11 SN8
K 72 2 PE 600 364.14 362.74 1.40 39.3 87.8 0.50 SN8
K 72 3 PE 600 365.55 364.15 1.40 14.8 102.6 9.53 SN8

K 73 . 360.91 358.24 2.67 0.0 0.0 0.00 SN8
K 73 1 BET. 1000 360.15 358.29 1.86 9.9 9.9 0.50 SN8 eN, g40, dr.asf. 8.9 1 1
K 73 2 BET. 1000 360.27 358.87 1.40 27.6 37.5 2.12 SN12 g40 4.5 1
K 73 3 PE 600 362.63 361.23 1.40 42.0 79.5 5.62 SN8 g40, w80 4.5 1

K 73 2 . 360.27 358.87 1.40 0.0 0.0 0.00 SN12
K 73 2' BET. 1000 361.18 359.78 1.40 23.9 23.9 3.81 SN12
K 73 2" BET. 1000 362.31 360.91 1.40 33.9 57.8 3.33 SN12

K 73 1 . 360.15 358.29 1.86 0.0 0.0 0.00 SN8
K 74 1 PE 600 360.24 358.42 1.82 27.1 27.1 0.50 SN8 w80
K 74 2 PE 600 361.43 360.03 1.40 29.5 56.6 5.46 SN8
K 74 3 PE 600 361.93 360.53 1.40 21.4 78.0 2.34 SN8
K 74 4 PE 600 362.05 360.65 1.40 13.7 91.7 0.88 SN8
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K 74 5 PE 600 362.47 361.07 1.40 22.0 113.7 1.91 SN8
K 74 5' PE 600 362.96 361.56 1.40 21.7 135.4 2.26 SN8 eN 1
K 74 6 PE 600 363.85 362.45 1.40 9.6 145.0 9.27 SN8
K 74 7 PE 600 364.00 362.60 1.40 8.4 153.4 1.79 SN8
K 74 8 PE 600 364.55 363.15 1.40 37.7 191.1 1.46 SN8

K 77 . 369.70 367.00 2.70 0.0 0.0 0.00 SN8
K 77 1 PE 600 369.73 367.15 2.58 30.6 30.6 0.50 SN8
K 77 2 PE 600 369.73 367.18 2.55 6.0 36.6 0.50 SN8 w80
K 77 3 PE 600 369.65 367.34 2.31 32.0 68.6 0.50 SN8 w32, g40 4.5 1
K 77 4 PE 600 369.90 367.50 2.40 32.9 101.5 0.50 SN8
K 77 5 PE 600 369.65 367.59 2.06 17.1 118.6 0.50 SN8 w
K 77 6 PE 600 369.67 367.71 1.96 23.6 142.2 0.50 SN8 g 4.5 1
K 77 7 PE 600 369.67 367.73 1.94 4.9 147.1 0.50 SN8 w80
K 77 8 PE 600 369.80 367.80 2.00 13.2 160.3 0.50 SN8
K 77 9 PE 600 369.65 367.95 1.70 30.5 190.8 0.50 SN8
K 77 10 PE 600 369.65 367.98 1.68 5.2 196.0 0.50 SN8 w80
K 77 11 PE 600 369.93 368.06 1.87 16.6 212.6 0.50 SN8 w

PG 5 POMPOWNIA 354.54 353.14 1.40 0.0 0.0 0.00 SN8
Q 1 PE 600 357.45 356.05 1.40 25.1 25.1 11.59 SN8
Q 2 PE 600 358.41 357.01 1.40 22.8 47.9 4.21 SN8 g32, w80, dr.asf. 4.5 1 15.4 1
Q 3 PE 600 358.64 357.24 1.40 15.0 62.9 1.53 SN8
Q 4 PE 600 358.95 357.50 1.45 7.0 69.9 3.69 SN8 g, w80 4.5 1
Q 5 PE 600 358.95 357.55 1.40 10.3 80.2 0.50 SN8
Q 6 PE 600 360.20 358.74 1.46 44.6 124.8 2.67 SN8 g, w 4.5 1
Q 7 PE 600 360.16 358.76 1.40 3.8 128.6 0.50 SN8 w80
Q 8 PE 600 361.57 360.17 1.40 44.4 173.0 3.18 SN8 g, w 4.5 1
Q 9 PE 600 361.67 360.27 1.40 11.9 184.9 0.84 SN8 g 4.5 1
Q 10 PE 600 362.07 360.67 1.40 5.7 190.6 7.02 SN8 w80, w
Q 11 PE 600 362.62 361.17 1.45 24.6 215.2 2.02 SN8
Q 12 PE 600 363.65 361.38 2.27 43.4 258.6 0.50 SN8 g32, w, eN 4.5 1 1
Q 13 BET. 1000 363.35 361.75 1.60 4.0 262.6 9.17 SN8

Q 2 . 358.41 357.01 1.40 0.0 0.0 0.00 SN8
Q 2 1 PE 600 359.33 357.93 1.40 19.3 19.3 4.77 SN8
Q 2 2 PE 600 359.46 358.06 1.40 9.8 29.1 1.33 SN8
Q 2 3 PE 600 360.25 358.81 1.44 24.3 53.4 3.07 SN8 w
Q 2 4 PE 600 360.22 358.82 1.40 3.0 56.4 0.50 SN8
Q 2 5 PE 600 360.89 359.48 1.41 17.2 73.6 3.85 SN8
Q 2 6 PE 600 360.89 359.49 1.40 1.4 75.0 0.50 SN8

PG 5 POMPOWNIA 354.54 353.14 1.40 0.0 0.0 0.00 SN8
R 1 PE 600 355.46 354.06 1.40 31.4 31.4 2.93 SN8
R 2 PE 600 357.11 355.71 1.40 23.9 55.3 6.90 SN8 g20 4.5 1
R 3 PE 600 358.23 356.83 1.40 13.0 68.3 8.62 SN8 g 4.5 1
R 4 PE 600 358.72 357.32 1.40 17.4 85.7 2.82 SN8 eN, w 1
R 5 PE 600 359.76 358.36 1.40 29.1 114.8 3.57 SN8 w
R 6 PE 600 360.31 358.91 1.40 16.4 131.2 3.35 SN8 eN 1
R 7 PE 600 361.85 359.65 2.20 28.3 159.5 2.61 SN8 g25 4.5 1
R 8 PE 600 363.20 361.07 2.13 58.2 217.7 2.44 SN8 w

PG 5 POMPOWNIA 354.54 352.88 1.66 0.0 0.0 0.00 SN8
R 1 1 PE 600 354.50 352.93 1.57 9.9 9.9 0.50 SN8
R 1 2 PE 600 355.79 354.00 1.79 10.7 20.6 10.00 SN8

PG 6 POMPOWNIA 346.98 342.60 4.38 0.0 0.0 0.00 SN8
S 1 PE 600 346.71 342.68 4.03 16.4 16.4 0.50 SN8
S 1 . 346.71 344.89 1.82 0.0 16.4 0.00 SN8
S 2 PE 600 346.98 344.98 2.00 18.5 34.9 0.50 SN8 w, g 4.5 1
S 3 PE 600 348.16 346.16 2.00 52.0 86.9 2.27 SN8
S 4 PE 600 349.18 347.18 2.00 31.4 118.3 3.25 SN8
S 5 BET. 1000 349.95 347.95 2.00 18.1 136.4 4.25 SN8
S 6 PE 600 351.98 349.98 2.00 40.3 176.7 5.04 SN8
S 7 PE 600 353.80 351.80 2.00 35.0 211.7 5.20 SN8
S 8 PE 600 355.69 353.69 2.00 47.4 259.1 3.99 SN8
S 9 PE 600 357.29 355.29 2.00 47.5 306.6 3.37 SN8
S 10 PE 600 358.73 356.23 2.50 40.0 346.6 2.34 SN8
S 11 PE 600 359.54 356.34 3.20 23.4 370.0 0.50 SN8
S 12 PE 600 359.54 356.37 3.17 5.8 375.8 0.50 SN8 g90 4.5 1
S 13 PE 600 358.28 356.60 1.68 45.6 421.4 0.50 SN8
S 14 PE 600 358.12 356.69 1.43 17.6 439.0 0.50 SN8
S 15 PE 600 358.16 356.76 1.40 14.4 453.4 0.50 SN8
S 16 PE 600 358.98 357.58 1.40 21.3 474.7 3.85 SN8
S 16' PE 600 359.53 358.13 1.40 29.3 504.0 1.88 SN8
S 17 PE 600 360.54 359.14 1.40 20.3 524.3 4.98 SN8
S 18 PE 600 361.26 359.86 1.40 48.1 572.4 1.50 SN8
S 19 PE 600 361.67 360.27 1.40 27.4 599.8 1.50 SN8 g, eN 4.5 1 1
S 20 PE 600 362.50 361.10 1.40 23.9 623.7 3.47 SN8 g, eN 4.5 1 1
S 21 PE 600 363.10 361.46 1.64 36.6 660.3 0.99 SN8
S 22 PE 600 362.94 361.54 1.40 15.8 676.1 0.50 SN8

S 5 . 349.95 347.95 2.00 0.0 0.0 0.00 SN8
T 1 PE 600 350.19 348.49 1.70 17.3 17.3 3.12 SN8 dr.asf. 14.6 1
T 2 PE 600 352.22 350.62 1.60 33.6 50.9 6.34 SN8
T 3 PE 600 354.37 352.08 2.29 39.5 90.4 3.68 SN8
T 4 PE 600 354.75 353.15 1.60 22.7 113.1 4.73 SN8 eN 1
T 5 PE 600 356.61 354.27 2.34 45.5 158.6 2.46 SN8
T 6 PE 600 358.45 356.85 1.60 44.4 203.0 5.81 SN8
T 7 PE 600 359.38 357.78 1.60 29.0 232.0 3.21 SN8
T 8 PE 600 360.74 358.99 1.75 44.5 276.5 2.71 SN8 w, g25 4.5 1
T 9 PE 600 361.44 359.74 1.70 28.9 305.4 2.60 SN8
T 10 BET. 1000 361.50 359.80 1.70 7.9 313.3 0.76 SN12
T 11 BET. 1000 362.51 360.81 1.70 43.3 356.6 2.33 SN12
T 12 PE 600 362.87 361.13 1.74 16.2 372.8 1.94 SN12 w
T 13 PE 600 363.11 361.18 1.93 10.6 383.4 0.50 SN8 eN 1
T 14 PE 600 363.75 362.15 1.60 40.2 423.6 2.42 SN8 w
T 15 PE 600 363.97 362.37 1.60 28.8 452.4 0.76 SN8 g, w 4.5 1

PG 9 POMPOWNIA 273.92 270.28 3.64 0.0 0.0 0.00 SN8
U 1 PE 600 273.26 270.45 2.81 42.5 42.5 0.40 SN8
U 2 PE 600 274.50 272.47 2.03 36.7 79.2 5.49 SN8 Pc10 8.4 1
U 3 BET. 1000 274.50 272.49 2.01 6.0 85.2 0.40 SN8 Pc9 5.5 1
U 4 PE 600 275.06 273.66 1.40 28.3 113.5 4.13 SN8
U 5 PE 600 275.35 273.95 1.40 17.2 130.7 1.69 SN8
U 6 PE 600 275.80 274.38 1.42 23.6 154.3 1.81 SN8
U 7 PE 600 275.80 274.40 1.40 5.7 160.0 0.40 SN8 g110 4.5 1
U 8 PE 600 276.25 274.85 1.40 20.2 180.2 2.23 SN8 w100
U 9 PE 600 276.70 275.30 1.40 22.8 203.0 1.97 SN8
U 10 PE 600 279.49 278.09 1.40 57.1 260.1 4.89 SN8
U 11 PE 600 280.10 278.70 1.40 24.7 284.8 2.47 SN8
U 12 PE 600 280.35 278.95 1.40 19.9 304.7 1.28 SN8
U 13 PE 600 280.40 279.00 1.40 11.5 316.2 0.40 SN8
U 14 PE 600 281.63 279.54 2.09 31.0 347.2 1.74 SN8
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U 15 PE 600 281.80 279.61 2.19 17.3 364.5 0.40 SN8
U 16 PE 600 281.80 279.64 2.16 6.9 371.4 0.40 SN8 Pc8 5.5 1
U 17 PE 600 281.75 279.70 2.05 16.0 387.4 0.40 SN8
U 18 PE 600 281.97 280.57 1.40 27.2 414.6 3.20 SN8
U 19 PE 600 282.05 280.64 1.41 15.2 429.8 0.44 SN8
U 20 PE 600 283.30 281.87 1.43 49.1 478.9 2.51 SN8
U 21 PE 600 283.30 281.90 1.40 7.6 486.5 0.40 SN8 g100, w100 4.5 1
U 22 PE 600 283.79 282.39 1.40 21.0 507.5 2.33 SN8 w
U 23 PE 600 286.82 283.92 2.90 44.0 551.5 3.48 SN8
U 24 BET. 1000 287.36 283.98 3.38 13.9 565.4 0.40 SN12
U 24 . 287.36 285.66 1.70 0.0 565.4 0.00 SN12
U 25 BET. 1000 290.02 288.32 1.70 51.2 616.6 5.20 SN12 g 4.5 1
U 26 PE 600 292.51 290.81 1.70 35.3 651.9 7.05 SN12
U 27 PE 600 292.80 290.88 1.92 12.7 664.6 0.53 SN12
U 28 BET. 1000 292.60 290.90 1.70 4.6 669.2 0.50 SN12
U 29 BET. 1000 293.40 291.70 1.70 28.3 697.5 2.83 SN12
U 30 BET. 1000 294.47 292.77 1.70 36.3 733.8 2.95 SN12 g100 4.5 1
U 31 BET. 1000 296.00 294.19 1.81 25.1 758.9 5.67 SN12
U 32 BET. 1000 296.30 294.25 2.05 10.4 769.3 0.50 SN12
U 33 BET. 1000 298.20 294.50 3.70 50.9 820.2 0.50 SN12
U 33 . 298.20 296.50 1.70 0.0 820.2 0.00 SN12
U 34 BET. 1000 301.46 299.76 1.70 63.3 883.5 5.15 SN12
U 35 BET. 1000 306.46 304.76 1.70 55.7 939.2 8.98 SN12
U 36 BET. 1000 312.40 310.70 1.70 58.9 998.1 10.08 SN12
U 37 BET. 1000 315.38 313.10 2.28 26.4 1024.5 9.08 SN12 w
U 38 BET. 1000 317.77 316.07 1.70 57.7 1082.2 5.15 SN12 g 4.5 1
U 39 BET. 1000 319.81 318.11 1.70 36.5 1118.7 5.59 SN12
U 40 BET. 1000 320.81 319.11 1.70 50.1 1168.8 2.00 SN12
U 41 BET. 1000 323.44 321.74 1.70 38.8 1207.6 6.78 SN12
U 42 BET. 1000 327.22 325.52 1.70 50.0 1257.6 7.56 SN12
U 43 BET. 1000 328.77 327.07 1.70 25.8 1283.4 6.01 SN12
U 44 BET. 1000 331.25 329.55 1.70 38.5 1321.9 6.44 SN12
U 45 BET. 1000 332.25 330.55 1.70 33.7 1355.6 2.97 SN12
U 46 BET. 1000 333.97 332.27 1.70 47.9 1403.5 3.59 SN12
U 47 BET. 1000 335.30 333.60 1.70 19.4 1422.9 6.86 SN12
U 48 BET. 1000 336.75 335.05 1.70 16.7 1439.6 8.68 SN12
U 49 BET. 1000 338.10 336.40 1.70 20.6 1460.2 6.55 SN12
U 50 BET. 1000 339.47 337.77 1.70 12.5 1472.7 10.96 SN12
U 51 BET. 1000 343.17 341.47 1.70 45.9 1518.6 8.06 SN12
U 52 BET. 1000 345.87 344.17 1.70 32.7 1551.3 8.26 SN12
U 53 BET. 1000 347.44 345.72 1.72 16.4 1567.7 9.44 SN12
U 54 BET. 1000 350.94 349.24 1.70 35.1 1602.8 10.03 SN12
U 55 BET. 1000 354.10 352.40 1.70 33.5 1636.3 9.43 SN12
U 56 BET. 1000 354.80 353.10 1.70 12.6 1648.9 5.56 SN12
U 57 BET. 1000 356.71 354.42 2.29 19.8 1668.7 6.68 SN12
U 58 BET. 1000 357.07 354.45 2.62 4.9 1673.6 0.50 SN12
U 58 . 357.07 355.37 1.70 0.0 1673.6 0.00 SN12
U 59 BET. 1000 357.76 356.03 1.73 13.7 1687.3 4.83 SN12
U 60 BET. 1000 359.09 356.14 2.95 21.2 1708.5 0.50 SN12 w
U 61 BET. 1000 359.88 356.23 3.65 18.6 1727.1 0.50 SN12
U 62 BET. 1000 360.46 356.32 4.14 18.2 1745.3 0.50 SN12
U 63 BET. 1000 361.07 356.41 4.66 17.0 1762.3 0.50 SN12 g 4.5 1
U 63 . 361.07 359.67 1.40 0.0 1762.3 0.00 SN12
U 64 PE 600 361.23 359.83 1.40 4.0 1766.3 4.00 SN12 w
U 65 PE 600 362.56 361.16 1.40 30.8 1797.1 4.32 SN8
U 66 PE 600 364.58 363.18 1.40 37.8 1834.9 5.34 SN8

U 3 . 274.50 272.49 2.01 0.0 0.0 0.00 SN8
U 3 1 PE 600 275.18 273.35 1.83 48.6 48.6 1.78 SN8
U 3 2 PE 600 274.86 273.46 1.40 21.2 69.8 0.50 SN8 dr.asf. 10.8 1
U 3 3 PE 600 275.09 273.69 1.40 20.7 90.5 1.11 SN8
U 3 4 PE 600 276.38 274.98 1.40 21.5 112.0 6.00 SN8
U 3 5 PE 600 279.19 277.79 1.40 47.9 159.9 5.87 SN8

U 19 . 282.05 280.64 1.41 0.0 0.0 0.00 SN8
U 19 1 PE 600 282.15 280.75 1.40 22.6 22.6 0.50 SN8 w100, g110 4.5 1
U 19 2 PE 600 282.23 280.83 1.40 13.5 36.1 0.59 SN8
U 19 3 PE 600 285.42 282.89 2.53 25.1 61.2 8.19 SN8 dr.asf., g, w 4.5 1 11.1 1

U 22 . 283.79 282.39 1.40 0.0 0.0 0.00 SN8
U 22 1 PE 600 285.20 283.80 1.40 39.8 39.8 3.54 SN8 w100, g110 4.5 1

U 24 . 287.36 283.98 3.38 0.0 0.0 0.00 SN8
V 1 PE 600 286.45 284.05 2.40 14.2 14.2 0.50 SN8 dr.asf., Pc5 13.4 1
V 2 PE 600 286.86 285.20 1.66 16.8 31.0 6.86 SN8
V 3 PE 600 287.00 285.32 1.68 24.1 55.1 0.50 SN8 g 4.5 1
V 4 PE 600 287.35 285.45 1.90 25.3 80.4 0.50 SN8 dr. 9.8 1
V 5 PE 600 287.85 285.95 1.90 20.5 100.9 2.44 SN8 Pc4 5.5 1
V 6 PE 600 288.45 287.05 1.40 25.5 126.4 4.31 SN8
V 7 PE 600 289.44 288.04 1.40 50.0 176.4 1.98 SN8
V 8 PE 600 290.99 288.52 2.47 50.0 226.4 0.96 SN8
V 9 PE 600 293.46 291.15 2.31 30.1 256.5 8.73 SN8 Pc3 5.5 1
V 10 PE 600 295.40 291.32 4.08 34.1 290.6 0.50 SN8 g100, w, g 9.0 2
V 11 PE 600 296.96 291.42 5.54 20.4 311.0 0.50 SN8
V 12 PE 600 293.76 291.55 2.21 26.6 337.6 0.50 SN8
V 13 PE 600 296.76 295.36 1.40 45.0 382.6 8.46 SN8
V 14 PE 600 299.49 298.09 1.40 45.5 428.1 6.00 SN8
V 15 PE 600 302.28 300.88 1.40 42.9 471.0 6.50 SN8
V 16 PE 600 307.28 305.88 1.40 64.7 535.7 7.73 SN8
V 17 PE 600 308.44 307.04 1.40 12.0 547.7 9.67 SN8 w
V 18 PE 600 309.35 307.95 1.40 10.9 558.6 8.35 SN8
V 19 PE 600 314.69 313.29 1.40 28.1 586.7 19.00 SN8
V 20 PE 600 318.18 316.78 1.40 29.6 616.3 11.79 SN8
V 21 PE 600 319.97 318.57 1.40 9.2 625.5 19.46 SN8
V 22 PE 600 322.12 320.72 1.40 16.7 642.2 12.87 SN8
V 23 PE 600 324.36 322.96 1.40 16.9 659.1 13.25 SN8 w32, g 4.5 1
V 24 PE 600 331.59 330.19 1.40 50.7 709.8 14.26 SN8 w, g100, w32 4.5 1
V 25 PE 600 332.18 330.78 1.40 12.4 722.2 4.76 SN8
V 26 PE 600 333.11 331.71 1.40 18.5 740.7 5.03 SN8 g100 4.5 1
V 27 PE 600 333.62 332.16 1.46 7.4 748.1 6.14 SN8 g 4.5 1
V 28 PE 600 337.18 335.78 1.40 40.2 788.3 8.99 SN8 g100 4.5 1
V 29 PE 600 338.50 337.10 1.40 8.1 796.4 16.30 SN8

V 9 . 293.46 292.06 1.40 0.0 0.0 0.00 SN8
V 9 1 PE 600 295.60 294.20 1.40 25.1 25.1 8.53 SN8 w
V 9 2 PE 600 300.77 297.58 3.19 30.6 55.7 11.06 SN8

V 10 . 295.40 294.00 1.40 0.0 0.0 0.00 SN8
V 10 1 PE 600 299.21 297.81 1.40 26.7 26.7 14.27 SN8 g110, w 4.5 1
V 10 2 PE 600 303.02 301.62 1.40 26.6 53.3 14.32 SN8 w, g 4.5 1
V 10 3 PE 600 305.00 303.60 1.40 30.6 83.9 6.47 SN8

V 14 . 299.49 298.09 1.40 0.0 0.0 0.00 SN8
V 14 1 PE 600 304.17 302.77 1.40 30.7 30.7 15.24 SN8 g110 4.5 1
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V 14 2 PE 600 306.05 304.65 1.40 17.6 48.3 10.68 SN8

V 17 . 308.44 307.04 1.40 0.0 0.0 0.00 SN8
V 17 1 PE 600 317.31 315.91 1.40 38.9 38.9 22.80 SN8 w, g110 4.5 1
V 17 2 PE 600 321.18 319.59 1.59 17.9 56.8 20.56 SN8
V 17 3 PE 600 321.02 319.62 1.40 6.0 62.8 0.50 SN8 w50, g 4.5 1
V 17 4 PE 600 321.72 320.32 1.40 22.6 85.4 3.10 SN8 dr.asf. 8.8 1
V 17 5 PE 600 325.02 323.62 1.40 27.2 112.6 12.13 SN8
V 17 6 PE 600 325.68 324.28 1.40 9.7 122.3 6.80 SN8

U 33 . 298.20 294.50 3.70 0.0 0.0 0.00 SN8
U 33 1 PE 600 297.80 294.76 3.04 52.7 52.7 0.50 SN8 g 4.5 1
U 33 2 PE 600 297.50 294.82 2.68 11.7 64.4 0.50 SN8 w, g 4.5 1
U 33 3 PE 600 296.60 295.04 1.56 44.5 108.9 0.50 SN8
U 33 4 PE 600 297.19 295.79 1.40 45.1 154.0 1.65 SN8

U 55 . 354.10 352.40 1.70 0.0 0.0 0.00 SN8
U 55 1 PE 600 356.70 353.70 3.00 6.5 6.5 20.00 SN8
U 55 1 . 356.70 355.30 1.40 0.0 6.5 0.00 SN8
U 55 2 PE 600 361.15 358.30 2.85 27.7 34.2 10.83 SN8
U 55 2 . 361.15 359.75 1.40 0.0 34.2 0.00 SN8
U 55 3 PE 600 362.45 361.05 1.40 21.1 55.3 6.16 SN8
U 55 4 PE 600 363.25 361.85 1.40 39.8 95.1 2.01 SN8 w100
U 55 5 PE 600 367.65 366.25 1.40 50.0 145.1 8.80 SN8
U 55 6 PE 600 368.50 367.10 1.40 41.9 187.0 2.03 SN8

U 58 . 357.07 354.45 2.62 0.0 0.0 0.00 SN8
U 58 1 PE 600 355.90 354.49 1.41 8.1 8.1 0.50 SN8 w
U 58 2 PE 600 355.90 354.50 1.40 2.5 10.6 0.50 SN8

PG 8 POMPOWNIA 339.40 338.00 1.40 0.0 0.0 0.00 SN8
W 1 PE 600 341.81 340.41 1.40 24.1 24.1 10.00 SN8
W 2 PE 600 342.43 341.03 1.40 9.4 33.5 6.60 SN8
W 3 PE 600 351.19 349.42 1.77 55.5 89.0 15.12 SN8 eN, w
W 4 PE 600 351.08 349.68 1.40 51.3 140.3 0.50 SN8 w80
W 5 PE 600 355.91 354.03 1.88 17.4 157.7 25.00 SN8
W 6 PE 600 356.88 354.81 2.07 14.8 172.5 5.29 SN8
W 7 PE 600 356.50 355.10 1.40 57.4 229.9 0.50 SN8
W 8 PE 600 362.24 360.84 1.40 23.3 253.2 24.64 SN8 w150
W 9 PE 600 363.10 361.70 1.40 6.0 259.2 14.33 SN8 g110 4.5 1
W 10 PE 600 363.71 362.31 1.40 15.9 275.1 3.84 SN8

PG 7 POMPOWNIA 347.48 346.08 1.40 0.0 0.0 0.00 SN8
X 1 PE 600 351.18 349.78 1.40 42.4 42.4 8.73 SN8 g32 4.5 1
X 2 PE 600 353.68 352.28 1.40 13.1 55.5 19.08 SN8
X 3 PE 600 357.50 356.10 1.40 38.4 93.9 9.95 SN8
X 4 PE 600 359.05 357.65 1.40 12.8 106.7 12.11 SN8
X 5 PE 600 363.12 361.72 1.40 40.5 147.2 10.05 SN8
X 6 PE 600 363.89 362.49 1.40 29.4 176.6 2.62 SN8
X 7 PE 600 368.10 366.70 1.40 50.7 227.3 8.30 SN8
X 8 PE 600 372.19 370.79 1.40 34.7 262.0 11.79 SN8 w100, dr. 10.0 1
X 9 PE 600 375.02 373.62 1.40 44.4 306.4 6.37 SN8
X 10 PE 600 377.88 376.17 1.71 50.0 356.4 5.09 SN8
X 11 PE 600 378.73 377.33 1.40 37.4 393.8 3.11 SN8
X 12 PE 600 378.98 377.58 1.40 10.9 404.7 2.29 SN8 g, w 4.5 1

X 1 . 351.18 349.78 1.40 0.0 0.0 0.00 SN8
X 1 1 PE 600 354.37 350.21 4.16 50.7 50.7 0.85 SN8 w150
X 1 2 PE 600 351.75 350.35 1.40 27.7 78.4 0.50 SN8 g110 4.5 1

X 10 . 377.88 376.17 1.71 0.0 0.0 0.00 SN8
X 10 1 PE 600 377.65 376.25 1.40 16.6 16.6 0.50 SN8 dr.asf., w 12.4 1

PG 10 POMPOWNIA 264.40 260.23 4.17 0.0 0.0 0.00 SN8
Y 1 BET. 1000 263.43 260.37 3.06 27.1 27.1 0.50 SN8
Y 1 . 263.43 261.49 1.94 0.0 27.1 0.00 SN8
Y 2 PE 600 263.10 261.70 1.40 41.9 69.0 0.50 SN8
Y 3 PE 600 264.15 262.75 1.40 30.9 99.9 3.40 SN8
Y 4 PE 600 264.54 263.02 1.52 45.4 145.3 0.60 SN8
Y 5 PE 600 264.83 263.26 1.57 47.0 192.3 0.50 SN8
Y 6 PE 600 264.88 263.48 1.40 44.6 236.9 0.50 SN8
Y 7 PE 600 265.42 263.86 1.56 44.3 281.2 0.86 SN8
Y 8 PE 600 265.65 263.97 1.68 22.4 303.6 0.50 SN8
Y 9 PE 600 265.70 264.06 1.64 17.8 321.4 0.50 SN8
Y 10 PE 600 265.70 264.27 1.43 41.4 362.8 0.50 SN8
Y 11 PE 600 265.70 264.30 1.40 6.4 369.2 0.50 SN8
Y 12 PE 600 266.06 264.66 1.40 27.8 397.0 1.29 SN8
Y 13 PE 600 266.35 264.95 1.40 23.2 420.2 1.25 SN8
Y 14 PE 600 266.85 265.45 1.40 38.9 459.1 1.29 SN8
Y 15 PE 600 267.42 266.02 1.40 53.0 512.1 1.08 SN8
Y 16 PE 600 267.95 266.55 1.40 53.0 565.1 1.00 SN8
Y 17 PE 600 268.13 266.73 1.40 16.7 581.8 1.08 SN8
Y 18 PE 600 268.89 267.49 1.40 45.6 627.4 1.67 SN8
Y 19 PE 600 269.27 267.87 1.40 18.9 646.3 2.01 SN8
Y 20 PE 600 269.54 268.14 1.40 20.1 666.4 1.34 SN8
Y 21 PE 600 269.94 268.54 1.40 15.2 681.6 2.63 SN8
Y 22 PE 600 270.12 268.72 1.40 32.5 714.1 0.55 SN8

PG 10 POMPOWNIA 264.40 263.00 1.40 0.0 0.0 0.00 SN12
Y 1 1 PE 600 264.84 263.44 1.40 22.9 22.9 1.92 SN12
Y 1 2 PE 600 265.15 263.75 1.40 9.9 32.8 3.13 SN12
Y 1 3 PE 600 265.81 264.41 1.40 39.6 72.4 1.67 SN8 dr.asf., w80, g 4.5 1 1
Y 1 4 PE 600 266.80 265.40 1.40 39.6 112.0 2.50 SN8

Y 1 . 263.43 260.37 3.06 0.0 0.0 0.00 SN8
Z 1 PE 600 263.79 260.44 3.35 20.1 20.1 0.35 SN8 Pc11 12.0 1
Z 2 BET. 1000 265.04 261.90 3.14 50.0 70.1 2.92 SN8
Z 3 BET. 1000 265.47 262.05 3.42 30.3 100.4 0.50 SN12 g32 4.5 1
Z 3 . 265.47 264.07 1.40 0.0 100.4 0.00 SN12
Z 4 BET. 1000 266.26 264.86 1.40 40.0 140.4 1.97 SN12
Z 5 BET. 1000 266.72 265.32 1.40 23.9 164.3 1.92 SN12
Z 6 BET. 1000 268.96 267.56 1.40 50.0 214.3 4.48 SN12
Z 7 BET. 1000 270.48 269.08 1.40 29.9 244.2 5.08 SN12
Z 8 BET. 1000 273.47 272.07 1.40 50.0 294.2 5.98 SN12
Z 9 BET. 1000 277.18 275.78 1.40 50.0 344.2 7.42 SN12 w80
Z 10 BET. 1000 281.54 280.14 1.40 50.0 394.2 8.72 SN12
Z 11 BET. 1000 285.85 284.45 1.40 50.0 444.2 8.62 SN12
Z 12 BET. 1000 288.12 286.72 1.40 20.4 464.6 11.13 SN12
Z 13 BET. 1000 289.72 288.30 1.42 20.4 485.0 7.73 SN12 w32
Z 14 BET. 1000 292.21 290.81 1.40 42.9 527.9 5.86 SN12 g, w100 4.5 1
Z 15 BET. 1000 295.26 293.86 1.40 40.0 567.9 7.63 SN12
Z 16 BET. 1000 299.65 298.25 1.40 40.0 607.9 10.98 SN12

Z 3 . 265.47 263.17 2.30 0.0 0.0 0.00 SN8
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Z 3 1 PE 600 265.27 263.26 2.01 17.5 17.5 0.50 SN8 Pc12, g32 14.6 2
Z 3 2 PE 600 265.73 263.38 2.35 23.2 40.7 0.50 SN8
Z 3 3 PE 600 265.78 263.53 2.25 31.0 71.7 0.50 SN8
Z 3 4 PE 600 265.10 263.70 1.40 33.6 105.3 0.50 SN8
Z 3 5 PE 600 265.14 263.74 1.40 2.6 107.9 1.54 SN8
Z 3 6 PE 600 269.55 268.15 1.40 43.0 150.9 10.26 SN8
Z 3 7 PE 600 272.35 270.95 1.40 21.3 172.2 13.15 SN8 g, w32 4.5 1
Z 3 8 PE 600 273.11 271.71 1.40 15.3 187.5 4.97 SN8
Z 3 9 PE 600 273.87 272.47 1.40 12.3 199.8 6.18 SN8
Z 3 10 PE 600 273.96 272.56 1.40 7.5 207.3 1.20 SN8 w32
Z 3 11 PE 600 274.65 272.87 1.78 7.8 215.1 4.01 SN8
Z 3 12 PE 600 276.03 272.93 3.10 10.7 225.8 0.50 SN8
Z 3 12 . 276.03 274.63 1.40 0.0 225.8 0.00 SN8
Z 3 13 PE 600 281.65 280.25 1.40 37.2 263.0 15.11 SN8 w, g 4.5 1
Z 3 14 PE 600 281.98 280.58 1.40 5.4 268.4 6.11 SN8 g 4.5 1
Z 3 15 PE 600 288.64 287.24 1.40 49.3 317.7 13.51 SN8
Z 3 16 PE 600 289.85 288.45 1.40 20.0 337.7 6.05 SN8 g25 4.5 1

Z 3 12 . 276.03 272.93 3.10 0.0 0.0 0.00 SN8
Z 3 12' PE 600 274.55 273.02 1.53 19.2 19.2 0.50 SN8 g 4.5 1

Y 19 . 269.27 267.87 1.40 0.0 0.0 0.00 SN8
Y 19 1 PE 600 271.58 270.18 1.40 45.0 45.0 5.13 SN8
Y 19 2 PE 600 273.76 272.32 1.44 45.0 90.0 4.76 SN8
Y 19 3 PE 600 275.14 273.74 1.40 34.8 124.8 4.07 SN8

1695.3 1713.4 20096.5 12.8 2 59.9 12 786.3 167 4.9 1 29.3 3 234.8 23 51

PVC315 (SDR 34, SN12) 877.6 [mb]
PVC315 (SDR 34, SN8) 817.7 [mb]
PVC250 (SDR 34, SN12) 374.7 [mb]
PVC250 (SDR 34, SN8) 1338.7 [mb]
PVC200 (SDR 34, SN12) 5455.8 [mb]
PVC200 (SDR 34, SN8) 14640.7 [mb]

260 [szt]
648 [szt]

12.8 [mb] 2 [szt]
59.9 [mb] 12 [szt]

786.3 [mb] 167 [szt]
29.3 [mb] 3 [szt]

234.8 [mb] 23 [szt]

Średnia głębokość posadowienia rurociągu 1.76 m

[mb] 51 [szt]

HDPE400

STAL 457.0x8
HDPE315

Rur osłonowych 
na kabel typu 
Arot Dn110

153.0

PE600
Rury ochronne
HDPE450

STAL 323.9x8

Studzienki
BE1200

Rury przewodowe
Ogółem:
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